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ABSTRACT: Liquid-cell in situ transmission electron microscopy (TEM) observations of the charge/discharge reactions of
nonaqueous Li−oxygen battery cathode were performed with
∼5 nm spatial resolution. The discharging reaction occurred at
the interface between the electrolyte and the reaction product,
whereas in charging, the reactant was decomposed at the
contact with the gold current collector, indicating that the
lithium ion diﬀusivity/electronic conductivity is the limiting
factor in discharging/charging, respectively, which is a root
cause for the asymmetry in discharging/charging overpotential.
Detachments of lithium oxide particles from the current collector into the liquid electrolyte are frequently seen when the cell was
discharged at high overpotentials, with loss of active materials into liquid electrolyte (“ﬂotsam”) under minute liquid ﬂow
agitation, as the lithium peroxide dendritic trees are shown to be fragile mechanically and electrically. Our result implies that
enhancing the binding force between the reaction products and the current collector to maintain robust electronic conduction is
a key for improving the battery performance. This work demonstrated for the ﬁrst time the in situ TEM observation of a threephase-reaction involving gold electrode, lithium oxides, DMSO electrolyte and lithium salt, and O2 gas. The technique described
in this work is not limited to Li−oxygen battery but also can be potentially used in other applications involving gas/liquid/solid
electrochemical reactions.
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the Li2O2 grows at the Li2O2/electrolyte interface (often in a
dendritic fashion); but in charging, the Li2O2 shrinks at the root
instead, at the Li2O2/current collector interface. This tends to
weaken the adhesion and reduce the true contact area between
the Li2O2 root and the current collector, which makes the
reaction self-limiting and contributes to the large overpotential.
The “big body, small feet” Li2O2 are also seen to be swept into
the liquid electrolyte upon minute ﬂow agitations in the liquid,
which may exist in real battery operations with electrode
volume changes and electrocapillary eﬀects. The insoluble
Li2O2 “ﬂotsams” without electrical contact is expected to be a
cause of battery degradation and poor cyclability.
In situ transmission electron microscopy (TEM) is a
powerful tool for probing nanoscale electrochemical reactions
in real time.14,15 Zhong et al. conducted in situ TEM study for

onaqueous Li−oxygen battery (LOB) has an exceptionally high theoretical capacity of 3.5 kWh/kg based on the
cathode-side reaction 2(Li+ + e(U)) + O2 ↔ Li2O2 with
equilibrium potential U0 = 2.96 V versus lithium metal
anode.1−3 However, there are numerous technical challenges
that need to be overcome.2 These include high overpotential
and low energy eﬃciency,4−6 low charging/discharging rate,7−9
and poor cycle life.5,10,11 The asymmetry between charging and
discharging processes is especially noteworthy. In ether-based
electrolyte, the oxygen reduction reaction (ORR) during
discharge involves superoxide O2− intermediate, whereas it is
not observed in the oxygen evolution reaction (OER) during
charging,12 indicating diﬀerent chemical pathways. There is also
asymmetry in the voltage, in that the overpotential during
charging (ΔU ∼ 1 to 1.5 V) is much larger than the
overpotential during discharging (ΔU ∼ −0.3 V). In this
work, we reveal yet another asymmetry, which resides in the
morphological evolution of the electroactive primary discharge
product Li2O2.13 Our observation reveals that in discharging,
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(triﬂuoromethane)sulfonimide salt (LiTFSI) dissolved in
dimethyl sulfoxide (DMSO) was used as the electrolyte. After
the electrolyte was bubbled with pure oxygen, the electrolyte
was wicked into the cell through capillary action by contacting a
droplet of the electrolyte to one of the openings. Finally, the
two openings were sealed with epoxy glue. The electrolyte
injection process including the oxygen bubbling was performed
inside an argon-ﬁlled glovebox to avoid moisture. The
assembled cell was mounted on a Nanofactory scanning
tunneling microscopy (STM)−TEM holder for electrical
biasing (Figure 1c).
Figure 2 shows sequential TEM images when (a) discharged
at −2.0 V and (b) subsequently charged at 1.5 V with respect to

the OER of Li2O2 supported on multiwall carbon nanotube
(MWCNT) using an all-solid setup in vacuum and revealed the
reaction preferentially took place at the Li2O2/MWCNT
interface, indicating the electronic conductivity is the limiting
factor during charging.16 However, the use of liquid electrolyte
could be crucial, as the actual electrolyte used in real Li−oxygen
batteries was found to be crucial for controlling battery
performance and cyclability. Although there are in situ studies
using AFM17,18 and SPM19 that captured successfully the
lithium oxide ﬁlm formation/decomposition in full LOB cycles,
these surface probe techniques cannot detect the reaction at the
interface between the reactant and the current collector. Also,
although diﬀerent types of volatile liquid-encapsulating cells
have been used to investigate the electrochemical reaction at
the electrolyte/electrode interface,20−25 liquid-cell experiments
has not been applied to LOB reactions. In this work, to conﬁne
the volatile liquid electrolyte and observe the LOB operations
with TEM, we developed a liquid-conﬁning cell (Figure 1a).

Figure 2. Sequential TEM images of the Li−O2 battery reaction
process under (a) discharge and (b) change process at −2.0 and 1.5 V
vs LCO, respectively. The dashed line indicates the current collector
surface. The scale bar is 100 nm. (See also Movies S1 and S2.)

the LCO counter electrode (see also Supporting Information
Movies S1 and S2). As U0(LCO) = 4.2 V vs Li/Li+, this can be
roughly assumed to be 2.2 and 5.7 V vs Li/Li+, respectively,
assuming low polarization at LCO and low long-range transport
loss. Note that in our two electrode setup, it is diﬃcult to
determine if the LCO reached the stable reaction potential
plateau although the amount of LCO loaded in the device was
small with ∼0.98 μg at 0.098 mg/cm2 (see Supporting
Information for detail). Three-electrode setup with a stable
reference electrode will be necessary to precisely measure the
reaction potential, which we have not accomplished yet. At ﬁrst,
small particles formed on the gold current collector. As the
reaction proceeded, particles accumulated on top of the
previous reaction product as indicated by the open arrowheads
in Figure 2a, indicating the reaction point was at the interface
between the reaction product and the electrolyte. These
particles kept accumulating, forming a ﬁlm until it reached a
thickness ∼100 nm at 80s. Here, the TEM video shows that the
ﬁlm was porous. After the ﬁlm reached its maximum thickness,
it ceased to grow further. However, the reaction product
continued to ﬁll the pores and a dense ﬁlm was formed on the
electrode eventually. This is because growth at the product/

Figure 1. (a) Schematic illustration of the liquid conﬁning cell. The
optical micrograph image is the magniﬁed view of the Au electrode
patterned on the one side of the chip. LiCoO2 (LCO) was sputtered
on the Al ﬁlm connected to the Au current collector as Li source. (b)
Chip assembling procedure. (c) The chip is mounted on Nanofactory
STM-TEM holder and inserted to TEM for the electrochemical test
using external power supply.

The cell consists of two silicon chips with electron beam
transparent Si3N4 membrane viewing windows. On one chip,
gold electrodes were patterned at the window as a working
electrode, and LiCoO2 (LCO) thin ﬁlm was sputtered on the
Al current collector on the other chip. The details of the
fabrication process and the chip conﬁguration along with in situ
experimental setup are explained in Supporting Information.
The chips have spacers to secure space for electrolyte when the
two chips are stacked in the assembling process described in
Figure 1b. First, two of the four sides were sealed with epoxy
glue leaving one side for electrolyte injection and the other for
the air to escape. A solution of 1.0 M lithium bis8261
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early stage of the discharge, small particles formed on the
surface of the electrode as indicated by the arrowheads in the
snapshots taken at 31s. Then the small particles started to
deposit/accumulate on the electrode in a porous tree-like
structure. And at the later stage of the reaction, the particles at
the tip of the tree grew larger (arrows at 184 and 186 s in the
ﬁgure) like blossoming ﬂowers. Ex situ analysis revealed a
formation of Li2O particles at this discharge potential (see
Supporting Information). Lower discharge potential or higher
discharge rate creating lower oxygen content in the electrolyte
leads to the increase of the Li2O/Li2O2 ratio in the reaction
product.8,29 After the potential was switched to 1.5 V for
charge, some particles were detached and swept away into the
electrolyte. However, those remaining in contact with the
current collector started to decompose at the current collector
interface, similar to the −2.0 V ORR → 1.5 V OER reaction in
Figure 2b. As a result, the porous tree structure collapsed at the
root. Because the particles at the top part maintained their
shape (ﬁlled arrowheads in the snapshots after 2 and 24 s in
Figure 3b), decomposition near the current collector must be
responsible for the collapse. The porous ﬁlm continued to
shrink and eventually completely disappeared. In the process, it
became smaller fragments and rolled on the electrode (open
arrowheads in 32−42 s snapshots), and they decomposed but
only while they maintained contacts with the electrode.
The reaction was more violent at the lower discharge
potential (larger overpotential). Figure 4 shows the nano-

electrolyte interface will not cease as long as a pore is open, and
the growth is limited by lithium ion diﬀusivity.
Although the in situ observation allowed us to capture the
reaction morphology evolution, it was diﬃcult to identify the
precise composition of the ﬁlm in the presence of the
electrolyte, as the electron diﬀraction and electron energy
loss spectroscopy (EELS) qualities were poor. To determine
the reaction product, we conducted ex situ analysis by selectedarea electron diﬀraction using a vial cell and conﬁrmed that
Li2O2 was formed (see Supporting Information Figure S5)
under identical conditions. The ex situ characterization also
revealed that the ﬁlm was the agglomerate of small particles like
the in situ observations. It is known that Li2O2 is a bulk
insulator and electron cannot tunnel into bulk Li2O2 deeper
than ∼5−10 nm.26,27 However, the surface of Li2O2 is
calculated to be electrically conductive.28 Because the ﬁlm
consisted of Li2O2 nanoparticles touching each other, the
percolating surfaces and the interfaces provided electron
conduction paths from the current collector to the surface of
the ﬁlm and product−electrolyte interface, allowing the ﬁlm to
grow thicker than the ∼10 nm limit.
Figure 2b shows the charging process during which Li2O2
decomposes. The ﬁlm started to decompose from the Li2O2−
current collector interface, and the decomposition created voids
in the Li2O2 ﬁlm near the current collector indicated by the
green arrowheads in the ﬁgure. The ﬁlm collapsed to ﬁll the
void, and the reaction continued to the full decomposition.
Most of the time, the top-surface contour of Li2O2 (marked by
open arrowheads in the ﬁgure) maintained but shifted down,
like a sinking ship. This proves that the decomposition happens
at the current collector/Li2O2 interface, and the decomposition
is limited by electronic conduction.
Diﬀerent behaviors were observed when discharge potential
was varied. Figure 3 shows (a) the discharging and (b) the
charging process at −2.5 and 1.5 V vs LCO (see also
Supporting Information Movies S3 and S4), respectively. At the

Figure 4. Sequential TEM images of the Li−O2 battery reaction
process under (a) discharge and (b) change process at −3.5 and 1.5 V
vs LCO, respectively. The scale bar is 100 nm. (See also Movies S5
and S6.)

morphology evolution for (a) −3.5 V discharge and (b) 1.5 V
charge (see also Supporting Information Movies S5 and S6).
Similar to −2.0 V and −2.5 V discharge processes shown above,
small particles were formed on the gold electrode at the
beginning. These particles were not tightly adhered to the
current collector, and changed their locations easily as indicated
by open arrowhead in Figure 4a. Though some particles were

Figure 3. Sequential TEM images of the Li−O2 battery reaction
process under (a) discharge and (b) change process at −2.5 and 1.5 V
vs LCO, respectively. The scale bar is 100 nm. (See also Movies S3
and S4.)
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potential (smaller overpotential) seems to improve the
adhesion between discharge product and Au and allowed
most of the initially formed particles to remain in contact with
the electrode. These small particles accumulated on the
electrode, sometimes in a dendritic manner, forming a porous
ﬁlm. In charging, the OER process took place at the interface
between the reactant and the current collector, causing the
particles to detach and the ﬁlm to collapse. When the discharge
potential was further increased, a denser, less porous ﬁlm was
formed, although it consisted of nanoparticles of similar sizes as
those observed at lower discharge potentials. Because the
particles were closely packed in the ﬁlm, they supported each
other as the ﬁlm decomposed at the interface with current
collector, preventing them from ﬂoating away into the
electrolyte. Note that the same bias potential was used for
charging in the experiments. The results indicate that
controlling the discharging process (despite the smaller
overpotential and energy loss than in charging) to form
densely packed (stable) ﬁlm is critical for improving the cycling
performance.
Our observations revealed an important spatial asymmetry
(Figure 5 lower panel). The reaction locale of the discharge was
at the reactant/electrolyte interface regardless of the applied
potential, and the decomposition of the particles took place at
the current collector/particle interface during charge. Although
Li2O2 is a bulk insulator, the surface half-metallic states allow
electrons to migrate on the surface.28 These electrons
combined with Li+ and O2 in the electrolyte to form Li2O2,
and the ﬁlm grew outward from the electrode, with the
product/electrolyte interface being the primary reaction site,
sometime forming dendritic trees. This is because surface
electron conductivity is much faster than the Li+ and O2
diﬀusion in the electrolyte. Therefore, the ORR reaction was
a Li+/O2 diﬀusion limited process. On the other hand, OER
was observed to preferentially occur at the Li2O2/current
collector interface, indicating that the kinetics were limited by
the electron conductivity of the Li2O2 particles. This is
consistent with in situ TEM observation of the Li 2O 2
oxidization under vacuum environment.16 Such asymmetry in
the reaction nanomorphologies (controlling electron transport
length), as well as asymmetry in the chemical pathways,12
contributes to the measured large asymmetry in the discharge/
charge overpotential ΔU of LOB, with OER being the
inherently more diﬃcult process because the reaction has a
tendency to cut itself oﬀ, by losing Li2O2/current collector true
contact area32 as the reaction progresses. For ORR, the more
the reaction progresses and the larger the particles, the faster
the total rate becomes due to larger reactant/electrolyte true
contact area. We believe this contributes to the asymmetry in
charging/discharging overpotential.
It is worth noting that the discharge (ORR) voltage used in
this experiment was low (0.7−2.2 V vs Li/Li+, assuming LCO
potential as 4.2 V vs Li/Li+). In this potential range, it is known
that the Li2O2 particles do not grow into larger toroidal shape
in DMSO solvent; instead, they form particulate ﬁlm on the
electrode.33 This is consistent with our observation. The
current density we detected during the constant voltage
experiment was ∼0.5 mA/cm2 (see Supporting Information),
which is well above the critical value for the Li 2 O 2
morphological transition from the larger toroidal shape at low
current density to the ﬁlm at high current density discharge.34
What we observed in our in situ TEM experiment agrees well
with others’ and our own ex situ observations. Note that the

detached and swept away in the electrolyte, those that survived
continued to grow larger (ﬁlled arrowheads in Figure 4a).
The particles formed during discharge started to decompose
during charge (Figure 4b). However, similar to the discharge,
most of the particles were detached from the electrode in the
procedure and did not withstand the nanoscale ﬂow agitations
of the electrolyte. Such agitations are absent in the all-solid in
situ TEM conﬁguration.16 There can be multiple reasons for
the convective ﬂow of the liquid, such as volume change of the
solid parts, heat-induced convection, electroosmotic or electrocapillary forces, dielectrophoretic bending of the Si 3 N 4
membrane induced by the electric ﬁeld, and so forth. We
believe such microscale ﬂow agitations near the electrode
surface are unavoidable in any actual battery and can indeed
cause detachment of the electroactive particles, leading to the
capacity loss. We call these detached particles in the liquid
electrolyte that have lost electrical contact “ﬂotsams”, which is a
cause of irreversibility, just like the solid−electrolyte interphase
(SEI) debris that fall oﬀ high-capacity anode materials.30 These
completely insoluble Li2O2 “ﬂotsams” in nonaqueous electrolyte31 cannot be cycled and, therefore, would behave very much
like SEI debris.
The above observation of the ORR and the OER processes at
diﬀerent potentials is summarized schematically in Figure 5. At

Figure 5. Schematic illustration explaining the discharge/charge
mechanism in the Li−O2 battery.

low discharge potential (high ORR over potential), the reactant
formed as nanoparticles at the initial stage. These particles were
weakly bound to the electrode and other particles and easily
swept away into the electrolyte. Only those maintaining the
electric conduction path grew into the larger particles (selective
growth). More rapid ORR reaction created lower O 2
concentration in the electrolyte near the reaction sites leading
to the preferential formation of Li2O. Increased discharge
8263
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discharge/charge rate used in our experiment is signiﬁcantly
faster than practical LOB. This may cause more porous oxide
ﬁlms and easier ﬂotsam detachments observed in our in situ
experiments, and the irreversible capacity loss by ﬂotsam
mechanism in the actual LOB should be smaller. Still, our
observation suggests that the ﬂotsam detachments of the oxide
may aﬀect the cyclability of LOB over tens and hundreds of
cycles. Although liquid cell in situ TEM has its limitations that
make it diﬃcult to perform precise analysis of the samples
immersed in the liquid, the material characterization can be
complemented with ex situ analysis after removing the liquid
from the cell. In other words, in situ analyses provide dynamic
nanomorphology evolution of the reaction, and ex situ
observation allows static and ﬁne-scale identiﬁcation of the
products.
The present work may lead to improved LOB design. One of
the important ﬁndings here is the detachment of the
electroactive particles, forming “ﬂotsams” during the reaction
processes, which is diﬃcult to capture with ex situ analysis.
Because detached particles lead to irreversible capacity loss and
cause poor cyclability of LOB, the electrode should be designed
to prevent the detachment or to be able to recapture the
ﬂoating Li2O2 particles. In this context, using mesoporous
electrode is not only good for increasing reaction sites and
reducing eﬀective current density for higher capacity, it can also
recapture the detached particles in the pores to improve the
cycle life. To maximize the eﬀect, one can design a structure
with pores in diﬀerent sizes distributed in a controlled manner.
For example, larger pores (micron-sized) can be placed at the
potential reaction sites near the O2 path and the area can be
surrounded with smaller pores (nanosized) to capture the
detached reaction products during LOB operation.
In this work, we only present the data with DMSO solvent
and low discharge potentials. However, observation of LOB
reactions using various electrolyte and discharge/charge
conditions is possible with the same technique. Also, we have
demonstrated for the ﬁrst time the in situ TEM observation of a
three-phase-reaction involving gold electrode, lithium oxides,
DMSO electrolyte and lithium salt, and O2 gas using a liquid
conﬁning cell that we developed, which provided additional
information regarding the asymmetric nanomorphology
evolution (thus asymmetric charging/discharging overpotential) and battery degradation mechanisms. The technique
described in this work is not limited to Li−oxygen battery, but
it can also be potentially used in other applications where gas/
liquid/solid electrochemical reactions are important.
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Movie S5: Discharged at −3.5 V vs LCO. (MOV)
Movie S6: Charged at 1.5 V vs LCO after −3.5 V
discharge. (MOV)
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In-situ liquid cell experiment
We designed a liquid confining cell for in-situ transmission electron microscopy (TEM)
observation of the electrochemical reactions. The cell consists of two chips (one with Au
electrode and the other with LiCoO2 film). These chips were fabricated on four-inch Si
wafer. The procedure is schematically shown in Fig. S1. First, 70 nm Si3N4 membrane
was deposited on a wafer by low-pressure chemical vapor deposition (LP-CVD). Then a
current collector was deposited. Ti/Au/Cr was used for the one with Au electrode (Cr was
later removed) and Al was selected as the current collector for the chip with LCO film.
After the Au was deposited as the working electrode, Si3N4 was deposited on the Au
electrode outside the membrane window area as a passivation layer by plasma-enhanced
(PE) CVD to prevent undesired side reactions and current consumptions during the
discharge process. For the LCO chip, LCO film was deposited on the Al current collector
followed by 500 °C annealing. The membrane window was created by Si backside
etching → front side surface protection → silicon etching → removing protection layer.
Finally, the wafer was diced to individual chips. Optical microscopy images of the chips
are shown in Fig. S2. The material selection and the thickness for the chip fabrication are
summarized in Table S1, and the geometry of the gold electrode on the liquid confining
cell is shown in Fig. S3.
After the cell was assembled and the O2 bubbled electrolyte was injected, we
mounted the cell on Nanofactory scanning tunneling microscopy (STM) - TEM holder
for the observation as schematically illustrated in Fig. S4. Here, gold rods were glued on
the electrode pads of the cell using conducting epoxy (Circuitworks, CW2400) for
mounting the cell on the holder. JEOL 2010F with 200 kV acceleration voltage was used
for the in-situ TEM experiment.
We used dimethyl sulfoxide (DMSO) as the electrolyte solvent. The O2 solubility
of the DMSO is 6.44 x10-3 g/100g, and the amount of electrolyte stored in the device can
be roughly estimated to be ~0.4 x 10-6 cm3 (0.44 x 10-6 g). Therefore, amount of O2 in the

DMSO electrolyte can be calculated to be, 2.83 x 10-9 g (8.8 x 10-11 mol), which can
produce 4.04 x 10-9 g or 1.74 x 103 µm3 of Li2O2. Since the surface area of the gold
electrode in the chip is 1.16 x103 µm2, this can produce ~1.5 µm thick Li2O2 substrate on
the electrode surface if uniformly deposited, which is enough to be observed by the insitu liquid cell TEM. In reality, the deposition took place at the certain sites on the
electrode where Li2O2 can preferentially deposit, and the particles were easily located in
our experiments.
Ex-situ analysis
We conducted ex-situ characterization of the reaction products using a vial cell as shown
in Fig. S5a. Here, we used the liquid confining cell with a gold electrode as the working
electrode, LiCoO2 (LCO) slurry pasted on Al foil as the counter electrode, and 1M
LiTFSI in DMSO as the electrolyte. We performed O2 gas bubbling in the electrolyte for
five minutes before immersing the electrodes in the electrolyte and applying a bias
voltage on the chip electrode with respect to the LCO counter electrode for 10 minutes.
Then, the chip was extracted from the electrolyte and rinsed with DME to remove
residual electrolyte from the chip for the TEM characterization of the reactant.
Figure S5b shows the TEM image of the reaction product after discharge at -2.0 V vs.
LCO. These particles had a fine nano-crystalline or granular structure. The electron
diffraction pattern (EDP) of the particles indicates they are Li2O2. Figure S5c depicts the
reaction product at -2.5 V vs. LCO discharge. The appearance of the reactant is similar to
that of the -2.0 V discharge products. However, the EDP reveals they are Li2O.
Combining these ex-situ characterizations, we conclude the stable film formed at -2.0 V
vs. LCO discharge was Li2O2, and rapidly grown particles at -2.5 V and -3.5V vs. LCO
were Li2O. In the TEM analysis we used the largest spot size and spread the beam to
reduce the beam current as much as possible and took the electron diffraction patterns to
avoid electron beam damage to the Li2O2, and the TEM images were taken at low
magnification to avoid strong beam exposed on to the sample.
Current density
Figure S6 shows current profiles during discharge and charge at different voltages. For all
voltages used in this work, the current decayed rapidly to a constant value (~5 nA)
although the initial current are higher for the lower discharge potentials. As shown in Fig.
S3, there are 12 Au electrodes with width W = 2.0 µm and length L = 40 µm on the chip.
Therefore, the total electrode area can be estimated as 960 µm2. This gives a current
density of ~0.5 mA/cm2 during the discharge. Similarly, the current decays during charge.
This is most significant when charged after discharged at -3.5 V vs. LCO although the
same charge potential of 1.5 V vs. LCO was used in all three cases. The coulombic
efficiency are ~16%, 40%, and 44%, for charging after -3.5 V, -2.5 V, -2.0 V discharge,
respectively. The low efficiency at lower discharge potential agrees with the observation
of detaching particles. It is worth noting that our experiment was conducted at constant
voltage and the duration of discharge/charge affects the total electric current as DMSO
may decompose with electrolyte side reactions. Constant current experiment with a cutoff potential is necessary to precisely analyze the efficiency.
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Figure S1. Schematic illustration explaining fabrication process of the liquid cell chip for (a)
gold and (b) LCO electrode.
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Figure S2. Optical micrographs of the liquid cell with gold electrode (left) and LCO film (right).
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Figure S3. Optical micrograph of the gold electrode on the liquid confining cell (left) and the
geometry (right).
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Figure S4. Liquid cell mounted on Nanofactory STM-TEM holder. Optical micrograph image
(left) and schematics (right).

Figure S5. (a) Ex-situ vial experiment setup. (b) Discharge product at -2.0 V vs. LCO. (c)
Discharge product at -2.5 V vs. LCO.
(b) -2.5 V ! 1.5 V vs. LCO
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Figure S6. Change in the electric current during discharge (upper panels) and charge (lower
panels) using (a) -3.5 V, (b) -2.5 V, and (c) -2.0 V discharge and 1.5 V charge voltage with
respect to LCO.

Table S1. Design parameters of the liquid cell.
Active material
Current collector
Spacer

Au electrode
Ti/Au : 15/40 nm
Cr/Au/Cr : 15/20/15 nm
Ti/Au/Cr/W/Si3N4 :
15/40/15/70/70 nm (210 nm)

LCO film
LiCoO2 : 200 nm
Al : 100 nm
Au/Cr : 200/50 nm

Passivation layer

Si3N4 : 70 nm

N/A

