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ABSTRACT: Anode-free lithium metal batteries (AFLMBs) represent the
ultimate solution to mankind’s quest for the Holy Grail of batteries, where the
cell-level energy density is maximized on the assumption that lithium (Li0)
must be fully utilized with near 100% Coulombic efficiency. Although
substantial progress has been made since the anode-free concept was first
proposed, the challenges presented by the most powerful anode material that
can be found on the periodic table still remain unresolved due to its extreme
reactive nature, which not only makes it impossible to retain 100% reversibility
but also induces inhomogeneity during repeated plating/stripping cycles and
persistent capacity loss over a long period of time. The isolated study
approaches, emphasizing either individual electrolyte components or interphasial chemistry engineering, but mostly focused
on the negative-electrode current collector, hinder insight into issues arising when these components are assembled into cells
and forced to interface with each other. In this review, we attempt to examine this high-dimensional topic from a panoramic
perspective, with the focus placed on the liquid electrolytes. We first outline the fundamental operating principles of key
individual battery components, together with practical perspectives for evaluating lithium utilization and reversibility in
AFLMBs. We then discuss how these components interact when assembled into full cells, how such interactions give rise to
heterogeneous electrochemical and mechanical behaviors, and how these phenomena can be characterized and regulated. It is
also outlined that a hierarchical perspective on lithium behavior, spanning from the nano- to cell-scale, is essential to enable
plating, stripping, and recovery in AFLMBs. Finally, we present perspectives from leading researchers actively working on the
various elements that constitute AFLMBs and integrate these viewpoints to clarify the future research directions of this field.
By providing a system-level framework for understanding AFLMBs, this review aims to guide future research efforts and
contribute to addressing the broader challenges of sustainable energy storage.
KEYWORDS: lithium metal batteries, anode-free lithium metal batteries, lithium inventory, dead lithium, lithium recovery,
perfect stripping, lithium loss, lithium compensation, current collector, self-recovering closed loop

1. INTRODUCTION

1.1. Promises and Challenges Beyond Lithium Metal
Batteries
Lithium metal has long been regarded as the ultimate anode
material for high-energy storage because it provides the second
highest theoretical capacity (3,860 mAh g−1) and low redox
potential (−3.04 V versus SHE), the combination of which
renders it the indispensable component of Holy Grail
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battery.1−11 Even though the first demonstrations of
rechargeable lithium metal batteries were reported in the
1970s, the use of lithium metal has been hindered by severe
safety concerns and limited cycle life.12 The root cause is the
unstable lithium-electrolyte interface, which promotes uneven
or sometimes dendritic growth, continuous decomposition of
both electrolyte and lithium metal, and the persistently
increasing cell impedances due to the overgrowth of
interphase. Over the past decade, there has been a resurgence
of interest in lithium metal research, motivated by the growing
demand for batteries with energy density beyond what the
intercalation nature of graphite anode could provide.
LMBs typically require an excess amount of lithium to

compensate for lithium losses during cycling. However, due to
its highly reactive nature, the use of excess lithium increases
weight, cost, and even safety risks, which are attributed to the
whole life of battery from manufacturing process to cycling.
The concept of anode-free lithium metal batteries (AFLMBs)
was demonstrated as the ultimate case of anode thinning
strategies trying to maximize the energy density, as all lithium
inventory will be provided by the lithiated cathode
materials.13−18 In AFLMB configurations, a bare copper
current collector serves as the substrate for lithium plating
during charging process, forming the lithium metal anode in
situ. This design promises volumetric energy densities
exceeding 1000 Wh L−1, far surpassing the typical 600−800
Wh L−1 range of current LIBs and even the 800−900 Wh L−1

of LMBs with excess lithium. Such high-energy density makes
AFLMBs exceptionally promising for applications where
weight and space are critical, such as in electric vehicles
(EVs), aerospace systems, and portable electronics.
Despite this promise of ultrahigh energy density of LMBs,

the intrinsic reactivity of lithium at the nanoscale fundamen-
tally complicates both the understanding and control of lithium
electrodeposition. To overcome this long-standing challenge,
research in this field has historically centered on a single
guiding question: how can lithium be plated in a morpholog-
ically and chemically stable manner?9,19−21 This question has
motivated the development of diverse strategies, ranging from
electrolyte optimization, artificial interphase engineering, and
surface modification of current collectors to three-dimensional
scaffold and advanced electrolyte salts, which together form a
plating-centered paradigm that has delivered valuable insights
into dendrite suppression, solid electrolyte interphase (SEI)
design, and current collector engineering.22−32

Yet the shift toward anode-free batteries introduces a new
dimension to the problem. In an anode-free configuration or
reservoir-free systems, the cell is assembled without pre-
existing lithium on the negative electrode. In this case, the
overall inventory of lithium is finite and originates solely from
the cathode, while the loss of lithium from the anode reactivity
directly results in cell capacity degradation each cycle. From a
practical perspective on cycle life, the key challenges of
realizing an anode-free system must go beyond achieving
uniform plating; they must also emphasize the complete
stripping and an effective recovery pathway to address the
inevitable lithium loss.
Incomplete stripping of lithium is the hidden failure mode of

most lithium metal and anode-free batteries. When stripping
proceeds heterogeneously, metallic fragments detach from the
electronic network, or lithium particles at the tip of the wires or
dendrites become trapped within the SEI. This electronically
isolated fraction is often called “dead” lithium. Even if only a

small fraction of plated lithium becomes inactive in each cycle,
the cumulative loss rapidly depletes the lithium inventory. For
instance, with an average lithium reversibility of 99%, more
than half of the active lithium is lost after only 70 cycles. In
anode-free batteries, where there is no excess lithium reservoir,
this effect is catastrophic. The result is accelerated capacity
fade, voltage instability, and premature cell death. Besides
lithium inventory loss, a more serious threat from the dead
lithium is their reactivity, because they are not really “dead” but
remains chemically active nanosized lithium metal (Li0), whose
reactivity has been magnified by thousand-folds due to the high
surface area. Thus, the central question must be reframed: the
challenge is not only controlling plating but also achieving
nearly perfect stripping and reactivating inactive lithium
through recovery strategies. Only by fully closing this loop
can AFLMBs finally realize practical lifetimes.
The historical trajectory of lithium metal research can be

compared to the generational evolution. Early lithium studies
(Gen 1) were observational, focusing on dendrite formation
and failure signatures.33−36 Subsequent work (Gen 2)
emphasized control through additives, interphases, and
mechanical pressure from an Edisonian trial-and-error
approach without understanding the underneath mecha-
nism.30−32,37−40 With the advent of structured current
collectors and advanced electrolytes, the field entered Gen 3
based on the mechanistic knowledge of dendrite formation,
which emphasized engineered architectures to distribute
current and suppress local hot spots.6,26,28,41−45 Recently,
data driven approaches, operando diagnostics, and modeling
frameworks have led us to Gen 4, where intelligent integration
of plating control is emphasized.9,46−48 Building on this
analogy, we propose a new phase, Gen 5, which is defined not
by better plating, but by the capability to strip lithium
completely and to recover lithium that would otherwise remain
inactive. In other words, the goal is to establish a self-
recovering anode-free battery that maintains a closed lithium
inventory. This Gen 5 will be achieved when we fully
understand and control the behavior of lithium from the
nanoscale to the cell-scale.
To advance this new paradigm, it is essential to revisit the

theoretical frameworks that have guided electrochemical
science. Classical models such as Sand’s time,49 Marcus−
Hush electron transfer theory,50,51 the Butler−Volmer
equation,52,53 and the Newman porous electrode model54

have been widely adopted for understanding ion transport,
charge transfer, and cell-level performance. These classical
theories form the foundational language of electrochemistry
and continue to underpin most contemporary modeling of
battery systems, including lithium metal electrodes. Rather
than being obsolete, they provide the essential starting point
upon which more detailed descriptions of interphase
formation, multispecies reactions, and heterogeneous electrode
structures are constructed in modern lithium metal and anode-
free cell models.55−57

Nevertheless, when these frameworks are applied to
AFLMBs in their simplest forms, several assumptions that
are often implicit in their implementation must be carefully
reconsidered. Sand-type analysis, for example, provides a useful
conceptual description of transport-limited ion depletion, but
the effective depletion process in anode-free lithium metal cells
can be strongly influenced by SEI-mediated Li+-ion transport,
local current density heterogeneity, and continuously evolving
interfacial resistance.56,58 Marcus−Hush-type electron transfer
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concepts remain valuable for describing elementary charge
transfer energetics, yet lithium metal nucleation involves not
only electron transfer but also desolvation, adatom migration,
crystallization, and SEI-mediated structural reorganization.59

Similarly, Butler−Volmer kinetics can serve as the charge-
transfer backbone for lithium deposition and dissolution, but
the exchange current density, transfer coefficient, active
interfacial area, and local overpotential may evolve with SEI
chemistry, deposit morphology, electrolyte concentration
gradients, and mechanical contact.55,56,60 Newman-type
porous-electrode and concentrated-solution descriptions pro-
vide rigorous frameworks for macroscopic concentration and
potential profiles, but practical AFLMBs require additional
treatment of spatially heterogeneous current collectors, partial
lithium coverage, porous SEI/dead-lithium layers, local
electrolyte wetting, and the appearance or disappearance of
metallic lithium domains during repeated plating and
stripping.56,57

Therefore, rather than discarding classical theories of
electrochemical kinetics and transport, anode-free batteries
should be analyzed as electro-chemo-mechano dynamic
systems built upon these frameworks but explicitly incorporat-
ing interphase evolution, coupled plating−stripping−recovery
reactions, and multiscale reaction heterogeneity. In this
context, assumptions such as time-invariant kinetic parameters,
single-reaction pathways, and spatially homogeneous interfaces
are often insufficient for capturing dynamic SEI growth, dead-
lithium formation, and nonequilibrium interfacial conditions in
AFLMBs. Recent modeling efforts exemplify this extension
strategy: modified Butler−Volmer kinetics have been com-
bined with SEI growth reactions and stress-dependent

overpotentials, Newman-type porous electrode models have
been extended to account for spatially heterogeneous
deposition and stripping through distributed-parameter
descriptions, and Marcus−Hush−Chidsey formalisms have
been used to rationalize substrate-dependent charge-transfer
kinetics at lithium metal interfaces.55−57,59 These develop-
ments highlight that classical frameworks remain indispensable,
but that their practical application to anode-free lithium metal
batteries requires explicit treatment of evolving interphases and
multiscale heterogeneity. Within this extended perspective, the
plating step is coupled with SEI growth and evolution, local
heat and stress fields, and interfacial molecular and electronic
structure, while the stripping step is governed not only by
electrochemical driving force, but also by adhesion, mechanical
fracture, and the dynamic conductivity of the SEI. The
recovery step further requires concepts such as redox
mediators that dissolve and redeposit inactive lithium,
mechanical methods that restore electronic contact, or
dynamic interphases that re-establish ion-transport pathways.
These processes are interdependent, as plating, stripping, and
recovery dynamically reshaping the interfacial chemical,
electrical, and mechanical environments that govern subse-
quent cell behavior. Capturing this complexity therefore
requires integrated approaches that combine operando
imaging, multiphysics modeling that extends classical electro-
chemical descriptions, and machine-learning-guided interpre-
tation.
The implications for practical cells are profound. Complete

stripping of electrodeposited lithium requires more than just a
high Coulombic efficiency (CE); in addition, it also demands
that nearly all plated lithium remains electronically connected

Figure 1. Technical generations of research history of high-energy density AFLMBs, starting from fundamental understanding of lithium
plating behavior (Gen 1) to 100% lithium utilization in AFLMB full-cell configuration with thick cathode including sacrificial agents (Gen
5).
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until every deposited lithium gets stripped away while
maintaining stable and passivating interphases. The introduc-
tion of quantitative descriptors such as the stripping
completion ratio and the dead lithium recovery yield will
enable precise benchmarking of strategies. Recovery processes
of electrically inactivated lithium, which have been relatively
overlooked and underexplored, could extend the lifetime of

anode-free cells by reactivating otherwise lost lithium.
Chemical mediators, reconfigurable current collectors, and
adaptive operating protocols are emerging as promising
directions. Ultimately, the goal is to maintain a high inventory
retention, meaning that the maximum of the initial lithium
inventory from the cathode remains available after hundreds of
cycles.

Figure 2. Mechanistic origins of lithium dendrite formation, considering thermodynamics of lithium itself and its interphase. (a) Nucleation
process starting from a solvated metal cation traveling to the electrode surface. (b) Interfacial wettability at the Li-SEI-substrate interface
governs heterogeneous nucleation behavior. (c) Surface diffusion kinetics of lithium adatoms regulate lateral versus vertical growth. (d)
Morphology transition of lithium deposits correlated with electrolyte kinetics. �Li and �SEI refer to relative reaction rates of lithium and SEI
during lithium deposition, respectively. (e) Various polymorphs and their morphologies exposing families of close-packed facets. (f) Scheme
of rhombic-dodecahedron shape bcc crystal exposing only (110) planes on its surface (up) and electrodeposited rhombic-dodecahedron
lithium under ultrafast deposition condition (down). (g) SEI transport properties regulate Li+-ion flux uniformity and determine the stability
of lithium deposition. Panels are reproduced with permission from a and b, ref 67, © 2023 Wiley-VCH GmbH; c, ref 68, © 2018 American
Physical Society and ref 69, © 2020 The Royal Society of Chemistry; d and e, ref 70, © 2024 American Chemical Society; f, ref 71, © 2024
The Royal Society of Chemistry and ref 72, © 2023 Springer Nature Ltd. (the authors retain the right to reuse the figure in this work); g, ref
73, © 2023 Elsevier, CC-BY 4.0.
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In this review, we reposition the discussion of anode-free
batteries from a plating centered paradigm to a three-step
perspective: plating, stripping, and recovery (Figure 1). We
first examine the current understanding of lithium plating and
the advances in achieving uniform and dendrite free growth,
with an emphasis on how plating morphology affects
downstream stripping behavior. We then focus on the
fundamental principles and design strategies for perfect
stripping, highlighting approaches such as dynamic SEI layers,
conductive and elastic scaffolds, and optimized current profiles.
Finally, we discuss recovery strategies that aim to reactivate
dead lithium, including redox shuttle additives, mechanical
reinforcement, and self-healing interphases. By integrating
these three elements, we outline a roadmap toward self-
recovering anode-free batteries that can overcome the intrinsic
irreversibility of lithium metal. Accordingly, this review also
aims to illustrate how lithium behavior must be understood
hierarchically, from the nano- to meso- and cell-scale, in order
to enable those proposed processes. Our central belief is clear:
the practical realization of anode-free batteries will be
determined not by stable plating alone, but by the combined
and synchronized ability to strip lithium completely and to
recover lithium that has become inactive.
While all-solid-state AFLMBs represent a significant and

alternative direction in this field,61−65 this review primarily
focuses on liquid electrolyte-based systems based on two
reasons: (1) all existing battery chemistries on the market are
operating with liquid electrolytes because of their averaged
advantages when all application metrics are considered and this
trend will persist for a long time in the foreseeable future even
when new battery chemistries such as lithium metal become
available; (2) the basic ion transport mechanism across these
solid-state electrolytes remain unclear, rendering current
materials engineering still Edisonian, and the rationale design
and engineering of new materials and interfaces unfeasible at
present.
1.2. Fundamentals of Lithium Plating/Dissolution
Behavior

1.2.1. Lithium Dendrite Formation upon Charge. A
fundamental step toward achieving 100% CE is to realize
uniform, dense, and planar lithium electrodeposition that
enables highly reversible plating and stripping with efficient
lithium recovery. Accordingly, understanding the theoretical
origins of lithium nucleation and propagation provides the
mechanistic basis for rational strategies to regulate deposition
morphology and to design electrolytes, interphases, and
current collectors (or 3D hosts). Such mechanistic insight
identifies the key thermodynamic, kinetic, transport, and
interfacial parameters that must be controlled to achieve
uniform lithium deposition and reversible stripping.
Although classical nucleation theory offers a thermodynamic

framework that elucidates the competition between interfacial
energy and volumetric energy terms,66 in reality, lithium
nucleation occurs within a complex and heterogeneous
environment beneath or inside a mixed SEI-electrolyte region,
rather than at a pristine lithium-electrolyte interface (Figure 2a
and b). Decreasing the effective interfacial energy within this
heterogeneous environment, specifically through the formation
of lithium-compatible SEIs or solid electrolytes, thermody-
namically facilitates widespread and regularly shaped nuclea-
tion. Furthermore, interfacial wettability further modulates
nucleation thermodynamics; in heterogeneous systems,

improved wettability effectively lowers the nucleation barrier
and promotes compact, uniform lithium deposition. Con-
sequently, lowering metal current collector interfacial energy
through the use of lithiophilic current collectors is favorable to
reducing the energy barrier for nucleation. From this
thermodynamic perspective, minimizing effective interfacial
energy and improving wettability are essential for facilitating
uniform lithium nucleation and growth, which are critical for
reversible lithium plating and stripping.
According to the Monroe-Newman criterion, interfacial

instability arises when the mechanical shear modulus of the
contacting lithium-conducting medium (e.g., SEI or solid
electrolyte) is insufficient to withstand localized lithium
growth.74,75 Srinivasan’s modified model further correlates
dendrite initiation to the modulus ratio (Gsolid/GLi), suggesting
that softer interphases favor dendritic intrusion.76 Thus,
mechanical stiffness and interfacial energy jointly dictate the
morphological stability of lithium growth. Accordingly, SEI
emerges as a critical interfacial layer governing mechanical
constraint. Its elastic modulus, largely determined by electro-
lyte chemistry, governs both interfacial ion transport and
mechanical integrity. Although solid electrolytes or rigid
coatings with high shear moduli can theoretically suppress
dendrite penetration, most liquid-derived SEIs lack sufficient
mechanical strength in practice.77 Enriching SEIs with
inorganic components (e.g., LiF or Li2O) has been shown to
enhance both mechanical stability and interfacial ion
homogeneity.78 Moreover, the chemical and structural
heterogeneity of SEI often leads to nonuniform Li+-ion
conduction and uneven nucleation sites as lithium deposition
preferentially occurs along low-resistance spots. Once volu-
metric expansion exceeds the elastic limit of the SEI, interfacial
cracking exposes fresh lithium, triggering continuous electro-
lyte decomposition and ultimately leading to uncontrolled
dendritic propagation. Therefore, rational SEI engineering with
enhanced mechanical robustness and homogeneous Li+-ion
transport is critical for suppressing dendritic lithium growth.
In addition to thermodynamics, lithium deposition morphol-

ogy is also governed by interfacial kinetics and ion transport in
the electrolyte. As depicted in Figure 2c, lithium deposition
morphology can be governed by surface diffusion of lithium
adatoms, which can migrate across terraces and step edges via
Arrhenius-type hopping. A high activation barrier restricts
lateral redistribution and favors vertically extended growth,
whereas lithiophilic substrates or alloy seeds lower the
diffusion barrier, enhance adatom mobility, and promote
dense lithium deposits.
When the true local current density exceeds the system-

specific limiting current, this surface-level kinetic control can
also be governed by bulk ion transport processes aside from
the surface diffusion of lithium adatoms, including Li+-ion
electro-diffusion through the electrolyte, interfacial desolva-
tion, and transport through the SEI prior to reduction at the
substrate. At current densities exceeding the critical current
density, the surface Li+-ion concentration becomes depleted,
leading to a sharp increase in overpotential magnitude. This
triggers the formation of a space-charge region and initiates tip
growth.79,80 Within the Chazalviel model, the onset of such
dendritic growth is described by Sand’s time (�s), which
increases with square of decreasing current density (J) and
with increasing salt concentration (c0), ion diffusivity (D), and
cation transference number (t+).
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Although Sand’s time is not strictly applicable to practical
lithium metal systems, it provides a useful conceptual
framework for understanding transport-limited dendrite
growth under conditions such as high current density, low
temperature, or hindered ion transport through porous layers
developed by accumulated SEI.80−83 To address this practical
limitation, Bai and co-workers introduced the concept of Sand
capacity (Cs = J�s), which represents the maximum charge that
can be passed before ion depletion occurs at the electrode
surface.80 Cycling beyond this capacity induces a transition
from reaction-limited mossy lithium growth to transport-
limited dendritic growth (Figure 2d), highlighting Sand
capacity as a useful design descriptor for evaluating the onset
of transport-limited lithium deposition.80

However, in practical AFLMBs, Sand’s time and Sand
capacity should be regarded as conceptual upper bounds rather
than quantitatively predictive criteria. Their classical forms
assume a planar metal interface, homogeneous liquid electro-
lyte transport with constant properties, and a spatially uniform
current distribution, which are often violated when lithium
deposition occurs beneath or within a dynamically evolving
mixed SEI/electrolyte interphase. Because the SEI thickness,
composition, porosity, and ionic conductivity can vary in both
space and time, the actual Li+-ion concentration field no longer
follows a simple one-dimensional depletion profile, and the
effective depletion time can deviate strongly from the classical
Sand’s time and instead follow a modified Sand-type behavior
governed by SEI-mediated transport as well as bulk electrolyte
diffusion.82,84,85

In this context, the interfacial properties of the SEI become
particularly important because they regulate Li+-ion transport
across the interface and influence the effective cation
transference number. Accordingly, forming a thin, highly Li+-
ion conducting SEI can delay ion depletion at the interface and
mitigate the onset of transport-induced dendritic growth.86 In
practical AFLMBs, however, dendrite initiation is not governed
solely by the area-averaged current density or bulk electrolyte
depletion. Local electric field concentration at surface
protrusions, SEI defects, cracks, or low resistance pathways
can amplify the true local current density, inducing severe Li+-
ion depletion in confined regions even when the nominal
current remains below the classical limiting value. This
localized depletion generates strongly nonuniform over-
potentials and promotes tip-driven lithium growth, indicating
that Sand-type analyses are best regarded as conceptual guides
rather than quantitatively predictive models for dendrite onset
in practical anode-free cells.
More realistic descriptions therefore require multiphysics

modeling frameworks, such as phase-field or moving-boundary
models, that couple ion transport, electric potential, SEI-
mediated interfacial transport, charge-transfer kinetics, me-
chanical stress, and evolving lithium morphology. By capturing
feedback among concentration gradients, electric field
focusing, SEI heterogeneity, and morphological instability,
these models provide a more appropriate framework for
describing localized dendrite formation under realistic AFLMB
operating conditions.
Taken together, the SEI plays a central role in governing

lithium deposition behavior by simultaneously influencing
thermodynamics, interfacial kinetics, and ion transport. As a

notable breakthrough in understanding lithium deposition
behavior, applying ultrafast current densities (1,000 mA cm−2)
allows lithium deposition to outpace SEI formation, yielding
discrete rhombic dodecahedral deposits consistently across
different electrolytes and current collectors (Figure 2d−f).72
This morphology contrasts sharply with the irregular and ill-
defined deposits typically observed under practical conditions,
highlighting the dominant role of SEI structure, chemistry, and
substrate surface properties in dictating lithium growth
behavior. As illustrated in Figure 2g, SEI heterogeneity can
locally focus current and bias the Li+-ion flux, promoting
nonuniform and filamentary growth even below the classical
diffusion limit. Effective stabilization therefore requires
coordinated control of interfacial kinetics and ion transport
so that ionic flux remains spatially uniform and lithium plating
and stripping proceed reversibly over extended cycling.
High-aspect-ratio lithium growth arises from the coupled

effects of interfacial thermodynamics, ion-transport kinetics,
and mechanical instability, rendering complete suppression
fundamentally difficult. While various stabilization strategies,
ranging from modified current collectors to engineered SEIs,
have improved the morphological control of lithium
deposition, these approaches must be re-evaluated in the
context of anode-free systems where lithium inventory is
intrinsically limited. In such configurations, the critical
challenge extends beyond dendrite suppression to ensuring
full reversibility of the plating/stripping cycle. Notably, even
when uniform lithium plating is achieved, incomplete stripping
can result in the isolation of metallic lithium from the
conductive matrix, forming electronically disconnected dead
lithium. Therefore, understanding the fundamental mecha-
nisms of lithium deactivation during stripping is essential for
closing the lithium inventory loop, which we address in the
next section.
1.2.2. Lithium Deactivation upon Discharge. The

practical reversibility of lithium metal in batteries relies on
uniform, complete stripping during discharge. Any local
inhomogeneity or inefficiency may convert active lithium
into inactive lithium, depletes the finite lithium inventory, and
depresses CE and cycle life.87,88 These effects are particularly
pronounced in anode-free configurations,14 where a transient
lithium layer is removed directly from the current collector
without an excess-lithium buffer.89,90 While much effort has
focused on uniform plating, the ceiling of reversibility and
stability is set by discharge-stage deactivation, void formation,
SEI breakdown, and pitting, as well as the electronic isolation
of lithium, which collectively accumulates dead lithium, raises
impedance, and accelerates capacity fading and safety risks.35

Thus, despite lithium metal’s high theoretical capacity, dead
lithium formation during stripping remains a decisive failure
pathway, underscoring the need to prioritize homogeneous
stripping and interphase integrity alongside plating control.
Dead lithium arises primarily from nonuniform and

incomplete dissolution of deposited lithium during discharge
process, governed by the coupled evolution of heterogeneous
mechanics and morphology of lithium deposit and SEI on it.
As lithium is stripped, the SEI stretches, cracks, and collapses,
severing electronic pathways and mechanically isolating lithium
fragments from the current collector. The resulting chemical
and structural heterogeneity amplify local dissolution asym-
metry and promotes the accumulation of dead lithium.
Quantification and diagnosis, e.g., operando 7Li-Nuclear
Magnetic Resonance (NMR),91,92 mass-spectrometry titra-
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tion,93,94 and cryogenic electron microscopy,95,96 consistently
reveal the progressive buildup of inactive lithium under
discharge-biased conditions.
Consistent with prior studies, dendrite shrinkage follows

three limiting modes: (i) uniform, isotropic dissolution when
the SEI is ultrathin or absent (minimal dead lithium), (ii)
asymmetric dissolution when SEI coverage is one-sided
(residual fragments persist), and (iii) crack-mediated detach-
ment when island-like SEI defects cause piecewise break-off
(dead lithium maximal).97 Together, these behaviors identify
SEI integrity and dendrite geometry as principal determinants
of dead lithium yield.
To complement the above morphology/SEI perspective,

Jiang et al. classified stripping by the dominant dissolution
site.87 (1) Tip-stripping (top-down thinning) proceeds from
the outer surface while maintaining electronic contact at the
base; this preserves percolation, slows void coalescence, and
minimizes dead lithium formation. (2) Base-stripping (root-
first detachment) initiates at the Li/substrate interface, leading
to early contact loss and detachment of overhanging segments
that become electrically isolated. (3) Mixed tip/base stripping
involves both directions of dissolution; biasing the process
toward tip-dominated stripping, by developing robust Li-
collector adhesion, high SEI Li+-ion conductivity, and
moderated end-of-discharge overpotential extends the be-
neath-SEI regime and mitigates pit formation.
Thermodynamically, base-stripping becomes favorable when

weak lithium−collector adhesion lowers the energetic cost of
root detachment, particularly under a thick, rigid, swollen, or
mechanically mismatched SEI that stores interfacial stress.
Under such conditions, dissolution near the lithium−current
collector contact region can relieve accumulated stress, but it
prematurely disrupts electronic percolation and leaves the
upper lithium segment isolated as dead lithium. Kinetically, a
resistive or heterogeneous SEI generates nonuniform potential
drops and concentrates the stripping driving force at defect-
rich or low resistance regions near the base. In contrast, strong
lithium−collector adhesion, homogeneous SEI lithium-ion
transport, and moderated end-of-discharge overpotential
preserve electronic connectivity and favor progressive tip-
dominated stripping until the final stage of discharge.
Together, these thermodynamic and kinetic factors provide

actionable design criteria, adhesion enhancement, SEI
homogenization, and overpotential control, to steer the
stripping pathway toward tip-dominated dissolution and
minimize dead lithium accumulation. Overall lithium stripping
phenomena are illustrated in Figure 3.
The formation of dead lithium is a multifactor phenomenon

affected by multiple interdependent factors, ranging from
electrolyte properties to operational conditions. Most
intimately, it is strongly regulated by the SEI. Additives such
as fluoroethylene carbonate (FEC) and designs that promote
LiF-rich interphases can suppress corrosion, improve stripping
efficiency, and extend cycle life. Lithium carbonate phases,
promoted by CO2 additive, are a second example supporting
decreased dead lithium, specifically by supporting higher SEI
ion conductivity.98 Interface properties at the current collector,
e.g., surface-chemistry modification of copper or conformal
polymer coatings, govern ionic/electronic transport and
stabilize the lithium/electrolyte contact, thereby reducing
dead lithium yield. Deposit morphology is equally decisive:
high-aspect-ratio structures (dendrites, mossy lithium) coupled
with chemically and spatially heterogeneous SEI induce uneven
stripping and electronic isolation of fragments.
The continuous formation and accumulation of dead lithium

have profound, compounding effects on long-term perform-
ance and safety. With cycling, dead lithium progressively
carpets the current collector and electrode surfaces, blocking
active sites for deposition/stripping and effectively shrinking
the electrochemically available area. SEI encapsulation of such
isolated deposits also effectively becomes electrically dis-
connected, contributing to inactive material accumulation.
More critically, the growing, electronically isolated layer
interrupts electron pathways and raises internal resistance.
The net result is a sharp reduction in reversible lithium
inventory, degrading capacity and CE and shortening practical
lifetime.99 In parallel, dead lithium/SEI debris and unstable
SEI amplify safety risks by fostering local hot spots, dendritic
shorting pathways, and thermal instability. Consequently,
understanding and mitigating the formation of dead material
is essential to realize the full potential and commercial viability
of lithium−metal batteries.100
Achieving high lithium reversibility is critical to unlocking

the full energy potential of AFLMBs. One effective strategy to

Figure 3. Schematic comparison of tip-stripping and base-stripping in AFLMBs, illustrating the morphological evolution of Li dendrites
during delithiation and the formation of electrochemically inactive dead lithium through dissolution-induced detachment.
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minimize dead lithium formation is the careful optimization of
cycling protocols, such as employing asymmetric cycling
profiles�slow charging to promote uniform lithium deposition
and fast discharge to induce uniform dissolution. Specifically,
the formation of transient high-concentration layers during fast
stripping can induce more uniform lithium dissolution.
Complementarily, the reactivation of dead lithium through
rejuvenating additives has emerged as a promising avenue.
These additives facilitate the dissolution of electrically isolated
lithium and transfer back to cathode, effectively recycling
otherwise lost lithium contents. Together, these strategies not
only suppress the generation of dead lithium but also recover
it, thereby maximizing lithium utilization and pushing the
reversibility of AFLMBs toward its theoretical limits. The
following sections (Section 5.1, Cycling Protocols for Precise
Evaluation, and Section 3.3.3, Electrolyte Additives, respec-
tively) will provide a more detailed discussion of these
approaches and their implications for advancing AFLMB
technology.
1.2.3. Heterogeneous Reactions over Anode and

Cathode. In AFLMBs, cathode and anode have different
working mechanisms, such as intercalation/deintercalation and
plating/stripping. It leads to different tendencies for reaction
heterogeneity over the electrode in both horizontal and vertical
directions, which can be understood as areal- and depth-
heterogeneity, respectively. A combination of two electrodes
with different reaction kinetics makes it more difficult to
understand the overall phenomenon of cells, such as electrode-
pulverization. Understanding the reactions occurring at the
two different electrodes individually, as well as the evolution
that occurs when they are combined into a single cell, is
essential to enhancing the stability of AFLMBs.
For intercalation materials, there has been much research

about heterogeneity with consideration of figuring out the rate-
determining step for the charging/discharging process. There

are controversies about the role of solid diffusion vs charge
transfer, and which step suffers from intra-inter particle
heterogeneity between charging and discharging process
(Figure 4a).101−104 These are affected by various factors such
as active materials, particle sizes, surface diffusion kinetics,
grain properties, current density, or even electrode thickness
(or mass loading). Phenomena of intercalation materials itself
is still complicated so that it is not clearly understood yet. Such
reaction heterogeneity leads to the lower utilization of active
materials, resulting in poor cell performance.
For the high-energy density AFLMBs, a highly loaded

cathode (>4 mAh cm−2) is required. When we apply thick
electrodes to the battery, there can be more severe reaction
heterogeneity leading to a distribution of current through the
depth of electrode. Unlike conventional electrodes with
moderate thickness, more parameters such as tortuosity and
electrical connections should be considered to control the
uniform Li+-ion flux over the whole depth and area of the
electrode (Figure 4b).106−110 In this point, reaction hetero-
geneity of thick electrode can also be changed, leading to the
unpredictable deterioration of cell performance.
On the anode side of AFLMBs, it is different from cathode,

which is based on the reaction of active materials. It has been
regarded that plating morphology is critical for both LMBs and
AFLMBs, but it is also important how the Li deposits are
distributed across the substrate. Because the lithium plating
occurs on the bare copper substrate, its plating heterogeneity
has been observed over the electrode area coming from various
factors, which leads to the dendritic plating when the current is
localized (Figure 4c).80,83,111 It results in the loss of ability to
complete stripping for full lithiation of the cathode during the
discharge step, leading to continuous capacity degradation.
Therefore, it is necessary to understand the reaction
heterogeneity in both vertical and horizontal directions to
prevent loss of active lithium sources in AFLMBs.

Figure 4. Schematic illustration of reaction heterogeneity phenomena occurring in the anode-free full-cell: (a) inter and intraparticle
heterogeneity of cathode active materials, (b) concentration gradient of Li+-ion long depth of cathode and anode of AFLMBs leading to
electrode depth heterogeneity, and (c) areal heterogeneity on copper substrate during the cell operation. Panel b is reproduced with
permission from ref 105, © 2019, Springer Nature. The authors retain the right to reuse the figure in this work.

ACS Nano www.acsnano.org Review

https://doi.org/10.1021/acsnano.6c06180
ACS Nano 2026, 20, 22265−22327

22272

D
ow

nloaded from
 pubs.​acs.​org/​ancac3/​article-pdf/​20/​32/​22265/​66353897/​acsnano.​6c06180.​pdf by M

ASSAC
H

U
SETTS IN

ST O
F TEC

H
N

O
LO

G
Y user on 07 Septem

ber 2026



Taken together, these observations underscore that
tortuosity in thick cathodes inevitably generates local
heterogeneity in Li+-ion transport, which subsequently shapes
the spatial distribution of Li+-ion flux at the anode during
cycling. Such interconnected effects highlight the importance
of integrating cathode and anode perspectives into a unified
framework of reaction heterogeneity. While achieving overall
balance between cathode loading and anode reversibility is
essential for high-energy density AFLMBs, it is equally critical
to regulate local balance�controlling heterogeneity at the
scale of pores, interfaces, and ion pathways. Only by managing
both global and local environments of Li+-ion can AFLMBs be
operated stably, ensuring reliable lithium utilization and long-
term performance.
1.3. New Roles in Anode, Cathode, and Electrolytes for
AFLMBs

1.3.1. Anode: A Complete Receiver for Higher
Reversibility. From the perspective of Sand’s theory,
dendritic growth of lithium is largely influenced by diffusion
limitations from the bulk electrolyte to electrode surface.
Traditional understandings of lithium plating assume that
reduced lithium is deposited directly onto the current collector
upon reduction. However, by homogenizing the Li+-ion flux
the dynamics of lithium deposition can shift from vertical
lithium transport and deposition to a more horizontal lithiation
process across the electrode surface. Various novel approaches
have been explored, such as applying artificial SEI layer,112−115

electrolyte engineering,116−124 and introducing lithiophilic
materials. Lithiophilic agents such as lithium alloying materials
have shown success in guiding smoother lithium deposition by
facilitating chemical binding-driven deposition which can
minimize vertical interactions between electrodes and electro-
lytes. For example, Ag-coated layer can promote the uniform
and nondendritic lithium deposition. In addition to Ag, other
lithium-alloying materials such as Au, Zn, Sn, Si, and Mg are
generally considered as the Li+-ion flux distributor at the
interface between electrolyte and current collec-
tor.41,43,44,125−132

Although these approaches effectively reduce dendritic
lithium growth, an important question remains: is nondendritic
plating sufficient?17,133,134 Maximum lithium utilization of
AFLMBs is not solely dependent on the uniform plating. Still,
many root causes of active lithium loss are not well-considered,
such as the formation of electronically disconnected dead
lithium during the stripping step and continuous chemical
corrosion during the cell’s lifespan. It is now time to consider
not only uniform electrodeposition but also uniform stripping
and storage for 100% utilization of lithium in AFLMBs.
Although approaches employing mechanically robust SEI
layers, such as LiF-rich SEI, demonstrated its effectiveness to
lithium utilization, the fundamental working principle is still
under debate.114,135−138 Addressing this issue requires the
development of all cell components�cathode, anode, and
electrolyte�to meet the new demands of stability of AFLMBs.
Commercialization of AFLMBs can be closer when the current
collector becomes a ‘complete receiver’ where lithium
deposition and dissolution are perfectly reversible.
1.3.2. Cathode: Storage of Extra Lithium Source. Even

if we found the way to perfectly control the plating/stripping
behavior of lithium, there is still unavoidable loss of lithium
source during continuous cycling attributed to the high
reactivity of lithium. This lithium depletion stems from a

variety of factors including the irreversible consumption of
lithium during the formation of the SEI on the anode and
ongoing side reactions over time. To achieve higher CE and
longer calendar life, it is essential to introduce additional
lithium sources somewhere in the cell structure. In AFLMB
systems, continuous lithium supply can be integrated into the
positive electrode by using prelithiation agents and a thick
cathode.
Cathode prelithiation agents are compounds that are

specifically used to release lithium ions into the electrolyte
during cell operation. The key advantage of these materials lies
in their ability to provide extra amounts of lithium within the
cathode, compensating for the lithium loss at the anode over
time. Since this is achieved without introducing additional
lithium source at the anode, it has been considered as a critical
strategy for maintaining the AFLMB configuration. The design
of these materials needs to follow certain criteria within the
defined voltage window: they must release lithium at voltages
lower than the upper cutoff, and at the same time, they should
not take up lithium again at voltages higher than the lower
cutoff. When these conditions are fulfilled, prelithiation agents
can act as an extra lithium source during charging, helping to
offset the lithium loss that occurs on the anode.
From a capacity maximization perspective, the integration of

thick cathodes is essential for AFLMBs and must be considered
in conjunction with overall cell design. Beyond simply
increasing specific capacity, thick cathodes provide the
necessary physical space to accommodate prelithiation agents.
However, considering the extension to Ah-scale practical
applications, kinetic limitations associated with ion transport
can induce multidimensional heterogeneity in lithium dis-
tribution across the electrode. Under such conditions,
achieving uniform and efficient operation requires the
development of prelithiation agents, cathode active materials,
and electrode architectures that can operate reliably without
kinetic constraints, while simultaneously addressing wetting
issues under lean electrolyte conditions. Only through such
integrated approaches can the cathode in AFLMBs effectively
serve as a reservoir for an extra lithium source.
1.3.3. Electrolytes: Lithium Transporter and Reac-

tivator. While the anodes in AFLMBs act as a “complete
receiver” and the cathodes must store an “extra lithium
source”, the electrolyte medium plays more complex roles in
ionic transport, (de)solvation, and SEI chemistry. The
electrolyte governs how fast Li+-ions pass from the bulk to
the interface, how they are (de)solvated and reduced, and what
interphase chemistry is formed throughout the whole life cycle
of the battery. Beyond high-power performance, fast ion
transport in AFLMBs is theoretically crucial for lithium
dendrite suppression, as it avoids Li+-ion depletion and electric
field focusing, thereby mitigating localized and unstable lithium
nucleation.80,139 Moreover, because AFLMBs operate with a
strictly limited lithium inventory, electrolyte-driven corrosion
directly translates into irreversible lithium loss and rapid
capacity fading.140−142 Therefore, electrolyte engineering is not
only a supportive approach but can be a central requirement to
achieve near-100% lithium utilization in AFLMBs.
From the perspective of attaining near-100% lithium

utilization, the key challenge lies in minimizing the net loss
of cyclable lithium per cycle. While such losses could, in
principle, be eliminated if electrode operating potentials
resided entirely within the electrochemically stable window
of the electrolyte, as in LiFePO4||Li4Ti5O12 redox couple,
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lithium metal electrodes inevitably induce SEI formation owing
to their extremely low reduction potential and remains highly
reactive toward most electrolyte components.58,143 Thus, this
necessitates an electrolyte that forms an ideal SEI, which
should be electronically insulating, Li+-ion conducting, and
mechanically resilient against swelling,144 fracture,73 and
dissolution,145 such that the lithium metal is completely
passivated without further parasitic reactions between lithium
and the electrolyte.
Moving away from additive-guided SEI engineering, modern

electrolyte design has increasingly emphasized solvation
chemistry to steer reductive pathways toward anion-derived,
inorganic-rich interphases. At the same time, spatially uniform
SEI across the anodes is also crucial, because chemical
robustness alone can be undermined by the spatial
heterogeneity of interphase morphology that induces localized
ion transport, current focusing, and persistent parasitic
reactions.
Crucially, practical-level AFLMBs also demand addressing

lithium losses associated with stripping, where interphase
contraction and loss of electronic contact generate dead
lithium. During the stripping process, metallic Li0 is oxidized to
form Li+-ions that will desorb from the surface, traverse across
the SEI layer, and then become solvated by anions and solvent
molecules present at the top of the SEI.56,58,146,147 The
desorption of Li+-ions is governed by the overpotential and
exchange current density which are related to the thermody-
namic and kinetics of species interactions in the electrolyte as
well as SEI compositions.56,87 A more ordered Li+-ion diffusion
through the SEI promotes a more uniform lithium stripping
which reduces the amount of dead lithium. The solvation step
after stripping is crucial because it determines the plating
environment of lithium during the next charging.148 Therefore,
understanding the thermodynamics and kinetics of each
elementary step provides insights in electrolyte engineering
toward achieving complete lithium stripping.
In addition, additive engineering is evolving beyond SEI

engineering toward a complementary function: rejuvenation of
dead lithium.149 Redox mediators and related “Li+-ion
regenerators” can chemically reactivate the inactive lithium
and reincorporate it into the electrochemical system, providing
a pathway to mitigate cumulative lithium inventory loss that
cannot be fully eliminated by SEI stabilization alone. Although
such additives must be designed to avoid detrimental shuttling,
cathode-side penalties, and unwanted chemical reactivity
toward lithium metal, their ability to couple favorable SEI
formation with dead lithium recovery highlights why electro-
lyte engineering is indispensable for approaching near-100%
lithium utilization in practical AFLMB systems.

2. POSTULATED STANDARD IN LITHIUM-INVENTORY
ASSESSMENT

CE is the most widely used metric for evaluating lithium
reversibility, but it is insufficient by itself to describe the
cumulative depletion of lithium inventory in AFLMBs. As
AFLMB research progresses beyond simple lithium plating
behavior toward Gen 5 concepts that additionally consider
stripping, dead-lithium accumulation, and lithium recovery, it
becomes increasingly necessary to adopt evaluation metrics
that more comprehensively reflect the overall lithium-
utilization behavior of the full cell. In this regard, we introduce
this section before the discussion of cell design to provide
readers with a practical framework for interpreting the design

strategies discussed throughout this review. In a strict anode-
free configuration, no pre-existing lithium metal is supplied on
the negative electrode, and the capacity-defining lithium
inventory is provided by the lithiated cathode. Therefore,
even a small irreversible lithium loss per cycle can accumulate
into rapid capacity decay. To complement CE, we suggest the
Lithium Inventory Retention Index (LIRI) as a cumulative
descriptor of how much of the initial electrochemically
accessible lithium inventory remains after repeated cycling.
For a strict anode-free full cell, the initial accessible lithium

inventory is defined as the reversible lithium capacity supplied
by the cathode:

= =Q Q xLI,0 cathode,0 0

where x0 is the initially designed cell capacity. Equivalently,

=Q xLI,0 0

where Λ is the initial lithium-inventory factor normalized to
the designed cell capacity. For a strict and ideal anode-free cell,

= =N P1, / 0Li

In practice, however, Λ can deviate from unity due to initial
irreversible lithium losses arising from factors such as cathode
prelithiation inefficiency, thick-electrode transport limitations,
incomplete cathode utilization under practical cutoff voltages,
electrolyte wetting heterogeneity, temperature-dependent
kinetic constraints, and interfacial side reactions during
formation. Accordingly, Λ should be experimentally deter-
mined from the practically reversible discharge capacity after
formation or few initial cycles rather than from the theoretical
cathode capacity only. The detailed origins of these initial
irreversible-capacity losses and their impact on the reduction of
Λ under practical AFLMB conditions will be discussed in the
following sections.
Here, N/PLi denotes the ratio of pre-existing negative-

electrode lithium capacity to positive-electrode capacity.
Importantly, we have clarified that the lithium contained in
conventional supporting electrolyte salts, such as LiPF6, LiFSI,
or LiTFSI, is not counted as an independent capacity-defining
lithium reservoir in QLI,0. Although electrolyte lithium ions
participate in transport, solvation/desolvation, and interfacial
reactions, the net cyclable lithium inventory in a true anode-
free full cell is supplied by the cathode. Including ordinary salt-
derived lithium as part of the accessible inventory would
artificially favor cells with excessive electrolyte or higher salt
concentration. Instead, lithium consumption associated with
electrolyte decomposition, SEI growth, corrosion, or dead-SEI
formation should be included as a loss term.
For the i-th cycle, lithium inventory loss can be expressed as

the sum of four primary contributions:

= + + +Q Q Q Q Qi c i a i i iLI, , , deadLi, deadSEI,

where ΔQc,i represents cathode-side irreversible lithium loss,
ΔQa,i represents anode-side lithium plating/stripping ineffi-
ciency, ΔQdeadLi,i represents physically isolated dead lithium,
and ΔQdeadSEI,i represents lithium consumed into electrochemi-
cally inactive SEI/corrosion products.
These terms are expressed as

ACS Nano www.acsnano.org Review

https://doi.org/10.1021/acsnano.6c06180
ACS Nano 2026, 20, 22265−22327

22274

D
ow

nloaded from
 pubs.​acs.​org/​ancac3/​article-pdf/​20/​32/​22265/​66353897/​acsnano.​6c06180.​pdf by M

ASSAC
H

U
SETTS IN

ST O
F TEC

H
N

O
LO

G
Y user on 07 Septem

ber 2026



=

=

=

=

Q x

Q x

Q x

Q x

(1 CE )

(1 CE )

c i i c i

a i i a i

i i i

i i i

, ,

, ,

deadLi,

deadSEI,

where xi is the capacity cycled during the i-th cycle, CEc,i is the
cathode-side Coulombic efficiency, CEa,i is the anode-side
lithium plating/stripping Coulombic efficiency, �i is the
fraction of cycled lithium that becomes physically isolated as
dead lithium, and �i is the fraction of cycled capacity consumed
by additional chemical reactions such as SEI growth, lithium
corrosion, electrolyte decomposition, or dead SEI formation.
The �i term should be defined to avoid double-counting
lithium already included in the physically isolated dead-lithium
term.
Accordingly, the base form of LIRI after N cycles is

=

[ + + + ]= x

x

LIRI 1

(1 CE ) (1 CE )

N

i
N

i c i a i i i

base

1 , ,

0

For a strict anode-free cell, where Λ = 1, this becomes

=

[ + + + ]= x

x

LIRI 1

(1 CE ) (1 CE )

N

i
N

i c i a i i i

base

1 , ,

0

This expression emphasizes that LIRI is not a single-cycle
CE value, but a cumulative lithium-inventory balance
normalized by the finite initial lithium inventory.
The same framework can be extended to recovery-enabled

AFLMBs. If redox mediators, adaptive cycling protocols, or
electronically reconnecting interphases reactivate a fraction �i
of dead lithium during the i-th cycle or subsequent recovery
step, the recovery-corrected LIRI can be written as

=

[ + + + ]= x

x

LIRI 1

(1 CE ) (1 CE ) (1 )

N

i
N

i c i a i i i i

rec

1 , ,

0

where �i is the dead-lithium recovery yield, which may be
experimentally quantified using dead-lithium characterization
techniques discussed in Section 3.3.3, such as NMR, Titration
gas chromatography (TGC), and Morphological surface
texture (MST) analysis.
When cathode prelithiation agents, sacrificial lithium

sources, preloaded lithium, or intentionally designed electro-
lyte-based lithium donors are introduced, the cell should be
distinguished from a strict zero-excess lithium inventory
system. In this case, the effective initial lithium inventory
becomes

= +Q x QLI,0
pre

0 pre pre

and

= +
Q

x
1pre

pre pre

0

where Qpre is the theoretical lithium capacity supplied by the
prelithiation source and �pre is its practical lithium-release

efficiency. Thus, strict anode-free cells have Λ = 1, whereas
prelithiated or lithium-reservoir-containing AFLMBs have Λpre
> 1.
In addition to defining lithium-inventory-based metrics,

meaningful comparison of AFLMB studies requires stand-
ardized reporting of cell-design and testing parameters.
Because AFLMB performance is strongly affected by cell
format, cathode loading, electrolyte amount, stack pressure,
formation protocol, and CE calculation method, these
conditions should be explicitly reported rather than treated
as incidental experimental details.
At minimum, future AFLMB studies should report the

following parameters: cell format, cathode chemistry, cathode
areal capacity, N/PLi, Λ, electrolyte-to-capacity ratio (E/C, g
Ah−1), total electrolyte amount, stack pressure, pressure
measurement method, pressure uniformity, testing temper-
ature, formation protocol, current density or C-rate, voltage
window, CE calculation method, and capacity-retention
criterion.
As suggested benchmark conditions for strict anode-free full

cells, we recommend:

=N P

E C

/ 0

/ 2.0 g Ah

Cathode areal capacity 4.0 mAh cm

Li

1

2

These conditions are intended to distinguish practical zero-
excess lithium inventory cells from cells stabilized by hidden
lithium reservoirs, excess electrolyte, or low-loading cathodes.
Stack pressure should also be treated as a controlled cell-

design variable rather than an incidental assembly condition,
because it strongly affects lithium morphology, interfacial
contact, stripping behavior, SEI evolution, and dead-lithium
formation. We suggest reporting both low-pressure and
moderate-pressure conditions, such as 0.1 and 1.0 MPa, unless
a different pressure range is required by the target cell format.
For coin cells, crimping-induced pressure should be exper-
imentally quantified rather than assumed. For pouch cells,
externally applied pressure and spatial pressure uniformity over
the electrode area should be reported.
Together, these suggested metrics and benchmark con-

ditions are not intended to restrict the diversity of AFLMB
research, but to provide a transparent basis for comparing
different strategies. By reporting LIRI together with N/PLi, Λ,
E/C ratio, cathode areal capacity, and controlled stack
pressure, future studies can more clearly distinguish intrinsic
improvements in lithium utilization from performance gains
arising from excess lithium, excess electrolyte, or favorable
testing conditions. Based on these standardized perspectives,
the following sections discuss how individual materials and
cell-level design factors collectively influence lithium utiliza-
tion, heterogeneity evolution, and long-term stability in
AFLMBs.

3. HOLISTIC MATERIAL DESIGNS FOR
LONG-LASTING ZERO-EXCESS LITHIUM METAL
BATTERIES

3.1. Anodes

In the case of AFLMBs, the anode, or more precisely, the
anode current collector, experiences direct interaction with
lithium metal during the plating/stripping cycles. During this
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time, the surface is initially in direct contact with the
electrolyte, undergoes electron transfer reactions, and partic-
ipates directly in the reaction, leading to electrolyte
decomposition and increased internal cell resistance.150,151

Heterogeneous and random nucleation of lithium can also
induce the formation of lithium dendrites and dead
lithium.152−154 For these reasons, the primary cause of cell
degradation in AFLMBs is often the anode. To overcome this
challenge, it is crucial to adjust the structure, surface properties,
and composition of the current collector to maintain stable
lithium plating/stripping cycles over long periods of time.
From this perspective, this chapter introduces structural and
compositional modification, surface treatment strategies, the
influence of surface crystallographic texture, and fundamentals

of lithium corrosion during storage period. Through these
strategies, we will summarize the breakthrough for physically
and chemically controlling the continuous volume change of
anode and examine the parameters to consider for inducing
uniform plating/stripping cycles.
3.1.1. Surface Modification. Even if research on the

current collector itself continues, it will ultimately lead to
finding optimal conditions within limited choice of materials
and structures. Considering cell manufacturing processes and
cost, it is inevitable to develop a current collector that delivers
optimal performance within these limitations. The fundamen-
tal limitations of the material itself and its surface properties
will finally need to be overcome through surface modification
methods. Typically, these surface treatment methods are

Figure 5. (a) Comparison of Li nucleation behavior on the bare Cu foil and PNIPAM-grafted Cu substrates. (b) Reaction mechanism of a
self-initiated PDA interfacial layer. (c) Conceptual illustrations depicting how a high-dielectric-constant artificial SEI mitigates Li+-ion
depletion and surface concentration difference, thereby suppressing concentration polarization compared to unprotected systems. (d)
Schematic of Li deposition mechanisms on pristine Cu compared to TiO2-functionalized surfaces. Panels are reproduced with permissions
from a, ref 155, © 2019 Wiley-VCH Verlag GmbH, Weinheim; b−c, ref 156, © 2019 Elsevier; d, ref 159, © 2020 Wiley-VCH GmbH.
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suggested to facilitate electrolyte wettability and Li+-ion
adsorption properties between the surface of the current
collector and the electrolyte, thereby promoting better
transport of Li+-ions from bulk electrolyte to electrode surface.
In addition, artificially treated interphase layer can act in a
more predictable and intended way rather than ion transport
behavior of randomly formed SEI of pristine electrode. We
introduce the polymer and inorganic coating methods, which
have been recently proposed as representative approaches.
Functional polymer coatings not only reduce dendritic

formation but also help in regulating Li+-ion transport. Unique
properties of the polymer matrix or their imbedded nano-
particles successfully facilitate the lithium transport on the
surface of current collectors, leading to stable plating/stripping
cycles. Li et al. applied poly(N-isopropylacrylamide) (PNI-
PAM) polymer brushes to Cu substrates to achieve uniform
lithium deposition for dendrite-free lithium metal anodes.155

The self-initiated polymerized coating layer of PNIPAM has its
unique brush-shaped structure improved electrolyte wettabil-
ity, ion transfer and lithium nucleation, leading to a columnar
lithium layer with a flat surface (Figure 5a). A self-polymerized
polydopamine (PDA) coating onto Cu current collectors,
introduced by He et al., demonstrated improved uniformity of
lithium plating.156 The PDA layer promotes uniform

nucleation by forming Li-complexing carbonyl groups, acting
as uniformly distributed nucleation spots, and achieved
extended cycle life of AFLMBs (Figure 5b and c). Strategies
to evenly disperse functional nanoparticles in a stable and
uniform polymer matrix have also been proposed. Tamwattana
et al. tuned the dielectric properties of the surface of current
collector with polymer coating.157 A coating layer made of
polyvinylidene fluoride (PVDF) matrix containing LiF nano-
particles, which has highly dielectric properties, successfully
modulate the plating/stripping environment over current
collector by promoting efficient Li+-ion transport at the
interphase. Considering the diversity of polymers and the
functional materials that can be incorporated into the matrix,
as well as the importance of coating uniformity, polymer
coating represents a widely applicable approach for surface
treatment.158

Surface modification of current collectors with inorganic
materials is typically achieved through atomic layer deposition
(ALD) to regulate Li+-ion flux and deposition. Unlike
traditional surface treatments, ALD allows for the precise
deposition of inorganic materials, such as SnO2 and TiO2,
which enhance the lithiophilicity of current collectors. The
ALD-derived inorganic layers can serve as a lithiophilic
platform for uniform lithium deposition, leading to more

Figure 6. Influence of surface texture of copper substrates on lithium plating. (a) EBSD IPF maps (up) of rolled-annealed copper (RA-Cu)
and electrodeposited copper (ED-Cu) and their lithium plating morphologies, (b) EBSD inverse pole figure (IPF) map (left) and their
corresponding XRD 2� and WAXS results (right) of polycrystalline and (111)-single crystalline copper, respectively, (c) Cross-section
images of plated lithium on polycrystalline and single crystalline copper, (d) Electroplated lithium particles with rhombic dodecahedron
shape on (110)-single crystalline copper substrate. (e) EBSD IPF map of (111)-single crystalline copper with high-index defect of (115)-
plane and (f) their different lithium nucleation behaviors at plating capacity of 0.1 mAh cm−2. Panels are reproduced with permissions from
a, ref 165, © 2023 American Chemical Society; b−f, ref 71, © 2024 The Royal Society of Chemistry. (the authors retain the right to reuse the
figure in this work).
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uniform deposition and reducing dendritic lithium formation.
Kim et al. improved the electrochemical performance of anode-
free lithium metal batteries by applying an ultrathin lithiophilic
layer (ULL) to copper current collectors via an ALD
process.160 The SnO2-based ULL reduces the nucleation
overpotential, thereby promoting uniform lithium deposition
on the SnO2 layer. A smoother, dendrite-free lithium layer
forms on the ULL, which guides the subsequent deposition of
uniform, thick lithium layers. These sequential steps in lithium
deposition contribute to the more stable operation of LMBs.
Oyakhire et al. developed a method to control deposition
morphology using ALD of TiO2 on copper current
collectors.159 The TiO2 layer, applied at the Cu−Li interface,
acts as an underlayer, reducing nucleation overpotential and
promoting the formation of uniform lithium particles. This
approach minimizes dendrite formation and improves the
electrochemical reversibility of lithium deposition. As a result,
the Cu foil coated with a 5 nm TiO2 layer demonstrated
excellent cycling performance and high CE (Figure 5d).
Various approaches utilizing surface coating have been

proposed to promote uniform lithium plating. However,
further development must consider actual battery cycles,
including not only the lithium plating but also stripping and
storage. Advanced coating technologies must be multifunc-
tional that can maintain its stable structure over long periods of
cycling, induce uniform lithium plating/stripping, and prevent
lithium corrosion during storage.
3.1.2. Crystallographic Approaches. The process of

lithium plating on the current collector is complex, involving
multiple steps such as mass transport in the electrolyte,
desolvation of Li+-ions, charge transfer, electro-adsorption,
surface migration, nucleation, and growth. From a crystallo-

graphic perspective, the surface features of current collectors,
such as crystallographic facets and grain boundaries, play a
critical role in lithium plating and stripping process. Under-
standing the relationship between the surface texture of current
collectors and lithium plating behavior could provide us with
new insights for improving AFLMBs.161−164 However, the
exact mechanism by which these crystallographic properties
influence the nucleation and growth remains poorly under-
stood.
In the case of polycrystalline Cu foil, lithium plating

behavior has been statistically studied across large areas
consisting of numerous grains and grain boundaries (Figure
6a). Wang et al. demonstrated a correlation between grain size,
the spatial distribution of deposited lithium, and the density of
coincidence site lattice (CSL) type grain boundaries on the
surface of polycrystalline copper foil by utilizing EBSD.165

They found that controlling the fraction of low ∑ CSL grain
boundaries can lower the surface energy of Cu, increase
nucleation overpotential, and result in fewer but larger lithium
particles. Ideally, introducing single-crystalline Cu foil is
suggested to minimize surface energy and promote the
preferential growth of larger particles.
Recently, Kim et al. reported that single crystalline Cu (111)

foil, obtained from Contact-free annealing (CFA),166 outper-
forms conventional polycrystalline Cu foil due to its higher
lithium affinity and lower migration barrier (Figure 6b and
c).71 Among various crystallographic facets of Cu, Cu (111)
plane has the lowest surface migration barrier (0.01 eV) for Li0
adatoms, promoting the horizontal migration of growth of
lithium nuclei. Due to the relatively weak interaction between
Li0 adatom and Cu (111), rhombic-dodecahedron lithium
seeds are created during the early stage of plating instead of the

Figure 7. Lithium hosting and dendrite suppressing abilities of 3D current collectors based on porous copper framework. (a) Li plating/
stripping dynamics on an ultralight porous copper (UP-Cu) 3D framework, demonstrating stable lithium hosting. (b) Nucleation and
deposition mechanisms contrasted between pristine Cu/PA and ERGO@Cu/PA mesh electrodes. (c) Comparison of gravimetric and
volumetric energy densities of 2D and 3D copper current collectors. Numerical comparison was made between cases where lithium plating
occurred with complete pore filling and cases where it occurred with complete top plating when cells were fabricated using each current
collector, assuming 2.55 Ah-class anode-free pouch-cell configuration with a cathode areal capacity of 5 mAh cm−2. Panels are reproduced
with permissions from a, ref 167, © 2022 American Chemical Society; b, ref 168, © 2023 American Chemical Society.
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dendritic seeds observed in the case of conventional
polycrystalline Cu foil. These uniquely shaped seeds, which
are thermodynamically the most stable,72 indicate that the Cu
(111) surface did not interrupt the reduction-migration-
nucleation process of lithium (Figure 6d−f). This work
successfully highlights the relationship between the surface
texture of the substrate and lithium plating behavior.
Although the role of surface texture of current collectors on

lithium plating is not yet fully understood, it is obvious that the
crystallographic features of current collectors significantly
impact the process of lithium deposition. We propose that
the whole process of lithium plating in AFLMBs should be re-
examined, considering the surface texture of current collectors,
alongside the effects of the electrolyte, SEI layer, and other
surface oxide impurities.
3.1.3. Designing 3D Current Collectors. Despite

significant advancements in 2D current collectors through
surface coatings and crystallographic texturing, they still face
limitations, particularly in accommodating the volume changes
that occur during plating and stripping. For instance, the
theoretical volumetric change in an anode-free cell, comprising
a cathode with an areal capacity of 5 mAh cm−2 coupled with a
2D current collector, is calculated to be approximately 20−
30% during charge−discharge cycling. During the continuous
volume change in AFLMB cycles, uncontrollable mechanical
stress can accumulate throughout the entire cell, leading to
deformation of contacts and increased internal resistance.
Unable to withstand such extreme volume changes, the SEI
often forms defects or cracks, which are a major cause of cell
degradation. To address this issue, a 3D current collector
strategy has been proposed, offering free space for lithium
accommodation from the outset. These 3D current collectors
have been studied for their design flexibility compared to
conventional 2D designs and for their ability to reduce cell
resistance by providing a larger surface area that can be used
for lithium plating (Figure 7a).167

3D current collectors, such as porous metal foams and
carbon scaffolds, significantly reduce local current density and
promote a more uniform distribution of Li+-ions. This
uniformity helps suppress dendritic formation, alleviates
mechanical stress on the SEI layer, and ultimately enhances
battery stability and cycle life.153,154 Moreover, the porous
architecture of 3D collectors accommodates volume fluctua-
tions during cycling, preventing the SEI degradation
commonly observed in 2D current collectors. However, the
apparent benefit of 3D current collectors should be evaluated
together with their cell-level energy-density penalty, because
high porosity inevitably introduces inactive pore volume and
additional scaffold thickness. Further improvements can be
achieved by modifying the surface of 3D collectors with
lithiophilic materials, which reduces nucleation overpotential
and further suppress dendritic lithium growth. The inter-
connected porous network of 3D structures also provides
improved pathways for electrolyte infiltration, ensuring more
efficient Li+-ion transport. This not only enhances ion mobility
but also promotes more uniform lithium deposition.169,170

Zhang et al. demonstrated lithiophilic reducing graphene oxide
(ERGO) covered copper/nylon mesh as a porous current
collector for AFLMB fabrication.168 It was confirmed that its
lithiophilic surface coating plays a key role in uniform
distribution of Li+-ion flux, while also acting as a flexible and
stable lithium host materials (Figure 7b). The low density
resulting from the porous structure and low-density polymer

substrate also leads to an increase in energy density. These
properties are particularly advantageous in AFLMBs, since this
3D framework can serve as a stable host structure from the
initial state. These developments, including metal-based,
carbon-based, and hybrid 3D collectors, address the limitations
of 2D structures by offering favorable advantages such as
increased surface area, uniform lithium deposition, and
enhanced electrochemical stability.
Ironically, from the perspective of side reactions, the large

surface area of 3D current collectors can also represent a
critical drawback. While the expanded surface facilitates
uniform lithium nucleation, it simultaneously increases the
interfacial area susceptible to parasitic reactions, such as
electrolyte decomposition and corrosion, which can be
particularly problematic under lean electrolyte conditions. To
prevent this, as in the previous example, it may be necessary to
design an interphase layer that can function stably even in
long-term cycles. In addition, although the porous architecture
provides additional free volume for lithium accommodation
and can enhance gravimetric energy density, it inevitably
compromises volumetric energy density (Wh L−1). It should
also be noted that there may be a limit to the capacity that can
maintain the advantages of the 3D current collectors. Unlike
planar 2D current collectors, which are not intrinsically limited
in capacity, 3D current collectors may impose an upper bound
on lithium storage defined by the initially available pore
volume under zero-volume-change conditions.
To quantitatively evaluate this trade-off, we considered a

representative 2.55 Ah-class anode-free pouch-cell configu-
ration with a cathode areal capacity of 5 mAh cm−2. The total
cell capacity used in this calculation was 2.55 Ah, obtained
from an electrode area of 51.03 cm2 and ten cathode-coated
sides. Assuming dense lithium deposition, 5 mAh cm−2

corresponds to approximately 24.3 �m of lithium thickness,
based on the theoretical capacity and density of lithium metal.
Therefore, a 3D current collector with 70% porosity requires a
minimum thickness of approximately 35 �m to fully
accommodate this amount of plated lithium within its internal
pore volume under an ideal single-side-equivalent pore-filling
assumption.
Using this condition, we compared a conventional 10 �m

2D Cu current collector with a 35 �m-thick 3D Cu current
collector with 70% porosity (Figure 7c). In the as-fabricated
state, replacing 10 �m 2D Cu with 35 �m 3D Cu slightly
decreases the gravimetric energy density from 362.1 to 360.4
Wh kg−1, because the Cu-equivalent solid thickness of the 3D
scaffold is 10.5 �m. More significantly, the volumetric energy
density decreases from 1327.5 to 1205.2 Wh L−1, correspond-
ing to an approximately 9.2% volumetric penalty caused by the
larger initial thickness of the 3D scaffold.
However, when the fully charged state is considered, the

conclusion changes depending on the lithium deposition
mode. In the 2D Cu case, dense lithium plating occurs on top
of the current collector, increasing the cell thickness and
decreasing the charged-state volumetric energy density to
approximately 1109.0 Wh L−1. In contrast, if lithium is
completely accommodated inside the pores of the 35 �m 3D
Cu current collector, the volumetric energy density remains
approximately 1205.2 Wh L−1 even in the charged state. This
indicates that 3D current collectors can become volumetrically
advantageous when the charged-state cell volume, rather than
only the as-fabricated volume, is considered. Under this ideal
pore-filling condition, the 3D current collector provides
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approximately 8.7% higher charged-state volumetric energy
density than the 2D current collector.
Nevertheless, this advantage is not guaranteed. If lithium

deposition occurs predominantly on top of the 3D scaffold
without utilizing the internal pores, the 3D current collector
suffers from both scaffold-thickness and lithium-plating-thick-
ness penalties. In this worst-case scenario, the charged-state
volumetric energy density decreases to approximately 1022.3
Wh L−1, which is even lower than that of the 2D Cu case. This
result highlights that the energy-density advantage of a 3D
current collector is realized only when the plated lithium is
effectively accommodated within the internal pore volume.
It should also be noted that the above calculation represents

an idealized single-side-equivalent pore-filling case. In practical
double-sided pouch-cell architectures, the required 3D scaffold
thickness may need to be increased if both sides of a single
current collector must accommodate plated lithium simulta-

neously. Therefore, the design of 3D current collectors for
practical anode-free pouch cells must consider not only
porosity and mass loading but also pore accessibility,
wettability, lithiophilicity, and the directionality of lithium
deposition. In this regard, 3D current collectors should be
evaluated by their charged-state energy density and lithium-
hosting efficiency, rather than by their as-fabricated cell
geometry alone.
Even considering these trade-offs, from a cell design

perspective, 3D current collectors offer an additional degree
of freedom by enabling alternative electrode architectures that
can be tailored to specific performance requirements. Their
practical viability therefore depends on the development of
effective interfacial stabilization strategies, such as conformal
coatings to suppress parasitic reactions, as well as the
identification of application scenarios where their advantages,

Figure 8. (a) Comparative analysis between Cu and carbon-based current collectors. (b) Cycling stability enhancement in AFLMBs using
graphene-integrated composite electrodes. (c) Surface-dependent Li deposition: Schematic detailing how CNT, ONT, and rONT surface
characteristics influence lithium plating. (d−e) Contact angle measurements of polar solvents on various current collector surfaces. (f−g)
Modeling and visualization of lithium interactions with graphene defects: SW, ISW, SV, DV1, DV2, DV3, and QV. The abbreviations for
each defect are as followed: Stone−Wales (SW), inversion Stone−Wales (ISW), single vacancies (SV), double vacancies (DV), and quadra
vacancies (QV). (h) Calculated lithium diffusion barriers on pristine versus defect-rich graphene surfaces. Panels are reproduced with
permissions from a, ref 176, © 2020 Elsevier; b, ref 179, © 2020 Elsevier; c−e, ref 180, © 2024 Elsevier; f−h, ref 181, © 2021 Wiley-VCH
GmbH.
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particularly in terms of structural accommodation and
gravimetric performance, outweigh the associated drawbacks.
3.1.4. Carbon-based Current Collectors. The selection

of materials for 3D structure current collectors in AFLMBs is
essential, leveraging the intrinsic properties of each material,
such as electrical conductivity, lithiophilicity, mechanical
properties, cost-effectiveness, and density, etc. These days, to
fulfill these properties, copper-based167,171 and carbon-based
current collectors168,172 are predominantly utilized for
AFLMBs. These two materials for the current collector present
distinct properties as shown in Figure 8a. Although copper
exhibits high electrical conductivity (1.68 × 10−8 Ω m) owing
to its delocalized 4s orbital structure,173 intrinsically high
density (∼8.9 g cm−3) limits the energy density of the
AFLMBs.174 In contrast, carbon-based current collector,
especially in the case of carbon fiber current collector, showed
inferior intrinsic electrical conductivity (8 × 10−4 Ω m),175,176

making their use in the pristine state challenging. This
limitation can be overcome by additional pretreatments such
as annealing,177 Joule heating,178 etc. Because carbon-based
current collectors are intrinsically low-density materials (0.44 g
cm−3)175 and can offer design flexibility (0D to 3D), research
on them is an option that can be sufficiently considered from
the perspective of long-term cell performance.176

To utilize advantages and maximize the performance of
carbon-based current collectors, the mechanical properties of
carbon current collectors are considered. From a practical
perspective, the first issue to consider is the high melting point
of carbon materials. Unlike metal-based current collectors,
which are relatively easy to weld, carbon materials have a high
melting point, making it difficult to achieve reliable tab welding
when used in their untreated form. To overcome this issue,
strategies such as using a composite substrate composed of a
material suitable for tab welding and carbon materials are often
suggested. One example reported by Guo et al. demonstrated a
Cu/Graphene composite current collector to address the
welding problem of carbon materials.179 Etched Cu substrate
improves welding performance, while the graphene layer
covering it can successfully function as a carbon-based current
collector (Figure 8b). However, this strategy ultimately
compromises energy density because it relies on a relatively
high-density metal substrate. This case implies the need to
consider how to minimize this trade-off when developing
carbon-based current collectors.
Another issue of carbon-based current collectors arises from

their poor wettability toward the electrolyte. When considering
carbon current collectors capable of 3D design, such as carbon
nanotubes (CNTs), poor contact between the electrolyte and
carbon negates all the advantages of this current collector
system. Rather it can induce local currents, which can lead to
dendrite growth and further side-reactions. Therefore, some
treatment is needed to address carbon’s poor intrinsic
wettability. Lee et al. demonstrated that the wettability of
CNT surfaces, influenced by pretreatment, could significantly
impact the electrochemical performance of lithium metal
batteries (Figure 8c−e).180 A method of forming various types
of defects on the surface of CNTs through heat treatment has
been proposed. These defects facilitate interaction between
lithium and carbon and act as hot spots of electrochemical
reaction of lithium by reducing the interfacial energy and
solvation barrier (Figure 8f−h).181
Consequently, replacing a current collector material from Cu

to carbon involves inherent trade-offs as shown in Figure 8a.

Careful consideration of various factors is necessary to
optimize performances, including material properties, struc-
ture, operating mechanism, wettability, and surface modifica-
tions, etc. Particularly for carbon-based current collectors,
surface modifications such as surface coating or defect
engineering are crucial to mitigate challenges associated with
their intrinsic low electrical conductivity. In case of carbon-
based 3D current collectors, surface modification techniques
such as defect engineering, introduction of functional groups,
and surface coating can be promising approaches for enabling
high-performance AFLMBs.
3.1.5. Mitigating Lithium Corrosion. Uniform lithium

plating and stripping are widely regarded as essential for the
operation of AFLMBs. However, in practical cells, storage
periods are unavoidable and can be as long as, or longer than,
the actual cycling time. Despite this, the impact of storage on
lithium metal stability has received comparatively limited
attention. In this context, battery reliability cannot be evaluated
solely based on cycling performance but should consider the
strategies for stable lithium metal storage. Early studies often
assumed that lithium metal reaches a chemically stable state
after the formation of the initial SEI during the first few cycles.
Recent experimental observations challenge this assump-
tion.182,183 Lithium metal has been shown to undergo
continuous chemical and morphological evolution even
under open-circuit storage conditions. These results indicate
that degradation processes persist in the absence of applied
current, highlighting calendar stability as an independent
degradation mode in AFLMBs.
Among the degradation pathways active during storage,

galvanic corrosion of lithium metal is particularly relevant.184

When the cell is stored at a low state of charge, partial lithium
stripping can locally expose the current collector to the
electrolyte. This configuration enables the formation of a
galvanic couple between lithium and the more noble current
collector, which can thermodynamically drive spontaneous
lithium corrosion facilitated by Li+-ion leakage through the SEI
and additional SEI formation on the nearby Cu. Such
corrosion, often described as a Kirkendall-type process, results
in irreversible lithium loss and promotes highly nonuniform
lithium redistribution during subsequent cycling.
In parallel, the SEI layer itself exhibits pronounced dynamic

behavior during storage. Multiple studies have reported
continued SEI growth under open-circuit conditions, partic-
ularly but not exclusively in carbonate electrolytes, whereas
others have demonstrated that partial SEI dissolution can
electrically reconnect previously isolated, or “dead,” lithium
upon further cycling.185−187 More recently, electrolyte
additives have been shown to trigger SEI reconstruction
during storage, leading to LiF-rich passivation layers with
enhanced mechanical integrity and chemical stability.185

Taken together, these observations suggest that mitigating
lithium corrosion while preserving high plating/stripping
reversibility requires carefully engineered interfacial layers,
whether artificial or natively formed SEI. Such layers must
effectively passivate lithium metal, block direct electrolyte
access to the current collector, and simultaneously support fast
Li+-ion transport with limited electrolyte permeabil-
ity.48,91,142,188−190 Addressing these interfacial requirements
under realistic storage conditions is therefore critical for the
development of long-life AFLMBs suitable for practical
applications. As SEI formation is largely governed by
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electrolyte chemistry and has been extensively studied, further
discussion is reserved for Section 3.3 (Electrolyte).
3.2. Cathodes

In anode-free lithium metal batteries, the absence of excess
lithium fundamentally changes the factors governing cell
performance and lifetime. Because irreversible lithium loss
cannot be offset during cycling, overall capacity retention
becomes highly dependent on how efficiently lithium is utilized
throughout repeated charge−discharge processes. Under these
conditions, the cathode plays a more critical role than in
conventional battery systems, as its chemistry, operating
voltage, and interfacial reactivity can strongly influence lithium
consumption and long-term stability. Nevertheless, much of
the existing research on anode-free configurations has focused
on controlling lithium deposition behavior at the anode side or
on optimizing electrolyte compositions. Comparatively less
attention has been paid to how different cathode materials
behave in anode-free cells and how they contribute to
degradation mechanisms. To address this imbalance, this
section reviews studies that specifically investigate cathode
materials in anode-free architecture, with the goal of clarifying
cathode design considerations and performance characteristics
unique to these systems.

3.2.1. Selection of Active Materials. In an anode-free
full-cell system, technically where the cathode serves as the sole
lithium source, both the specific and volumetric energy density
as well as capacity retention, are strongly dependent on the
cathode active material, reflecting its distinct electrochemical
and structural characteristics.191,192 During the early cycles,
lithium ions delivered from the cathode form a lithium
reservoir on the copper surface, which can be divided into
reversible lithium and reservoir lithium distinctive to dead
lithium. This excess amount of lithium deposited on the anode,
similar to the first plating step of the Aurbach method (Section
5.1, Cycling Protocols for Precise Evaluation), can compensate
for some of the capacity loss in subsequent cycles. The
reservoir effect can be regulated by various cell conditions,
including cutoff voltage, C-rate, electrolyte composition, and
external pressure.193 If this reservoir is maintained throughout
cycling, the anode-free full-cell can preserve its capacity.
Dahn’s group demonstrated that four representative cathode

active materials show different cycle performances with various
cutoff voltage ranges in AFLMBs (Figure 9a and b).191

Different cathode materials affect the phenomena occurring on
the anode side. Cathode active materials, such as lithium cobalt
oxide (LCO), lithium nickel−cobalt-manganese oxide (NCM),
and lithium iron phosphate (LFP), and even lithium-rich

Figure 9. Effects of cathode active materials on the performance of AFLMBs. (a) First-cycle voltage profiles of AFLMBs using four
representative cathode chemistries: NMC532, NMC811, LCO, and LFP. (b) Corresponding cycling performances under different cutoff
voltages highlighting the strong dependence of capacity retention on cathode type and operating voltage range. (c-e) Crosstalk between
LNMO cathode and lithium anode, showing plated lithium morphology (left) and EDS maps of Mn (red) and Ni (green). The detected
transition metals confirm their dissolution from LNMO and redeposition on lithium, showing a degradation pathway that impacts interfacial
stability and cycling. Panels are reproduced with permissions from a and b, ref 191, © 2022 IOP Publishing/ECS, CC-BY 4.0; c−e, ref 192,
© 2019 Wiley-VCH GmbH.
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layered oxide (LLO) for higher capacity, which is not
mentioned in this work, have different redox kinetics.194−198

Also, the difference of their operating voltage ranges varies the
electric field environments inside the cell, which can influence
the transport phenomena of ionic species.
Additionally, the crosstalk of transition metals from the

cathode can influence lithium plating behavior at the anode.192

Even if electrochemically stable cathode materials are
employed, Mn and Ni dissolution can occur due to atomic-
scale degradation that occurs during long-term cycling or high-
voltage operation, and this leads directly to crosstalk (Figure
9c−e). This crosstalk can alter lithium plating morphology and
increase overpotential depending on the type of transition
metal, implying that understanding the working principle of
AFLMBs should not be focused solely on anode.
Apart from conventional oxide- or polyanion-based frame-

works, sulfur represents a highly promising cathode chemistry
that plays a crucial role in the landscape of high-energy lithium
metal batteries. When utilizing a sulfur cathode, addressing the
interfacial crosstalk driven by the shuttle effect is paramount.
Lithium polysulfides (LiPSs) are soluble intermediates
inevitably generated during the chemical conversion between
sulfur and lithium during cycling. Unfortunately, LiPSs readily
dissolve into standard organic electrolytes and exhibit severe
chemical reactivity toward the lithium metal anode. Con-
sequently, these species migrate back and forth between the
electrodes during cell operation, giving rise to the detrimental
shuttle effect. This parasitic reactivity between LiPSs and the
highly active lithium metal fundamentally accelerates cell

degradation through cross-contamination, inducing severe
anode corrosion, active material isolation, and severe self-
discharge. To mitigate these issues, extensive research focuses
on suppressing either the dissolution of LiPSs or their direct
chemical reaction with lithium. Promising strategies include
engineering the electrolyte solvation structure to restrict
polysulfide solubility or deploying functional host materials
within the sulfur cathode architecture to strongly anchor LiPSs
via chemisorption or physical confinement.199−205 For a more
comprehensive evaluation of Li−S specific degradation path-
ways and engineering solutions, readers are directed to the
dedicated literature cited herein.206−209

Overall, it is still not fully understood whether these results
are due to differences in kinetics depending on the type of
cathode materials, compatibility with the electrolyte, differ-
ences in electrode morphology, or other reasons.195,197,210−214

Nevertheless, this indicates that the optimization of energy
density of anode-free batteries involves adequate selection of
cathode material with consideration of the phenomena in the
full-cell system.
3.2.2. Electrode Additives (Extra Lithium Supply). As

discussed in Section 1.3.2, anode-free batteries often suffer
from low CE due to the consumption of Li+-ions during the
formation of the SEI. To realistically achieve full lithium
utilization while maintaining the anode-free configuration, it is
necessary to establish a system in which prelithiation materials
supplement the lithium sources that will inevitably be
consumed during the activation step. The SEI formed by this
sacrificial lithium helps to establish chemical equilibrium at the

Figure 10. (a) Potential requirement for effective cathode prelithiation agents: complete delithiation below the upper cutoff of the cathodes
and lithiation below its lower cutoff voltage. (b) Schematic illustration of two potential issues that can occur when cathode prelithiation
reagents react: gas evolution and increased resistance due to the remaining skeleton. (c) Cycling performance of AFLMBs with different
NMC-LO ratios, showing enhanced average CE and prolonged capacity retention with increasing additive contents. (d) Cycle numbers to
80% capacity retention and A/C ratios for the corresponding cells, demonstrating the beneficial role of prelithiation agents. Panels are
reproduced with permissions from a, ref 215, © 2016, Springer Nature Ltd. (the authors retain the right to reuse the figure in this work); c
and d, ref 216, © 2022 American Chemical Society.
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interface, ultimately preventing further lithium consumption in
subsequent cycles. These cathode prelithiation materials are
typically designed to be completely delithiated below the upper
cutoff voltage of cathodes and lithiated below their lower cutoff
of discharge voltage. This specially designed working potential
range of those materials effectively supplies the extra lithium
for lithium reservoir plating and SEI formation in the first
cycle, while preventing its subsequent consumption (Figure
10a and b).
Various compounds have been reported as effective

prelithiation agents, including lithium phosphide (Li3P),
lithium nitride (Li3N), and lithium oxide (Li2O).

217−228 Du
et al. employed lithium oxalate (Li2C2O4, LO) as a
prelithiation agent in NCM cathodes. LO was utilized under
a higher voltage during the first cycle to extract lithium ions
and successfully compensated the lithium loss in the first cycle
(Figure 10c and d).223 Meanwhile, Sun et al. utilized nanoscale
composites composed of a transition metal and a lithium oxide
mixture, relying on a conversion reaction between metal oxide
and lithium.215 They investigated various transition metals,
such as cobalt, nickel, and iron, demonstrating that these
mixtures exhibit a high capacity and can serve as efficient
prelithiation agents.
However, selecting appropriate prelithiation agents remains

challenging. When these sacrificial materials release active
lithium via decomposition, they often produce electrochemi-
cally inactive byproducts that can increase internal cell
resistance. Because the decomposition of these compounds is
irreversible, the remaining skeletons typically persist as resistive
particles that adversely affect battery performance. Further-
more, the decomposition of certain additives can lead to gas
evolution, such as the generation of nitrogen gas when utilizing
lithium nitride (Li3N) as a prelithiation agent.226 Gas
accumulation within the cell obviously poses several risks,
including increased internal pressure, which can lead to
mechanical degradation. Critically, these degradation pathways
are severely exacerbated at the cell level when transitioning to
thick-electrode architectures, where the absolute amount of
prelithiation agent can increase (4.1 Thick Cathodes with
Functional Additives).
Cathode prelithiation agents also introduce an intrinsic

energy-density penalty that must be considered at the cell level.
Because these sacrificial additives are incorporated into the
cathode composite, they often replace a fraction of the
electrochemically active cathode material rather than simply
adding usable cell energy.227 In this case, the penalty originates
primarily from the loss of reversible cathode capacity. For
example, a first-order pouch-cell estimation based on an
NMC622 cathode shows that replacing 5 or 10 wt % of the
cathode active material with Li3N decreases the modeled
gravimetric energy density from 366.6 Wh kg−1 to approx-
imately 348 and 330 Wh kg−1, respectively. The volumetric
energy density is also reduced because the sacrificial additive
dilutes the host cathode capacity and changes the cathode
volume. Although Li3N can theoretically provide a substantial
amount of compensating lithium, this lithium reservoir is
obtained at the direct expense of energy-storing cathode
material.228 It should be emphasized that this estimation is
based on a simple, first-order cell-level model that assumes
uniform electrode utilization and does not account for
irreversible lithium losses, gas evolution, or long-term
degradation.

This trade-off becomes clearer when cathode prelithiation is
compared with the direct addition of an equivalent lithium
inventory as a thin lithium−metal reservoir on the negative-
electrode side. Direct lithium addition is generally more mass-
efficient for supplying the same amount of lithium because
lithium metal has an extremely high specific capacity. However,
this approach sacrifices the strict anode-free configuration and
introduces pre-existing reactive lithium at the negative
electrode. In contrast, cathode prelithiation preserves the
anode-free architecture by storing the compensating lithium
source in the positive electrode, but it does so at the cost of
active-material dilution, inactive residues, possible gas
evolution, and impedance growth.225,228−230 Therefore,
cathode prelithiation agents should be evaluated not only by
their lithium-release capacity and activation voltage, but also by
whether the lifetime gain from lithium compensation out-
weighs the loss in cell-level energy density and byproduct-
induced degradation.219,227

Despite the promise of cathode prelithiation strategies,
further optimization is required to balance lithium-inventory
compensation with practical cell-level penalties. If the goal is to
compensate mainly for the initial lithium loss during SEI
formation, the sacrificial additive should release a controlled
amount of lithium during early formation while minimizing
active-material displacement.215,228,231 If the goal is to
compensate for continuous lithium loss during long-term
cycling or storage, a different design may be required in which
the additive is not fully consumed during the first cycle. In
either case, the decomposition products of these agents must
be carefully considered because they can introduce inactive
mass, resistive residues, gaseous species, and interfacial
contamination.228−230,232 These factors may offset the benefit
of lithium compensation by increasing polarization, disturbing
electrode/electrolyte contact, and lowering practical cell-level
energy density. In contrast to the conservative estimates from
simple cell-level models, recent work on lattice-engineered
Co−Li2CO3 sacrificial additives has shown that incorporating
around 5 wt % sacrificial material into high-Ni cathodes can
still yield pouch cells with high specific energy and excellent
capacity retention over 1000 cycles, suggesting that carefully
optimized prelithiation can provide a net gain in cycle-retained
energy density despite a modest cathode-level penalty.225

Therefore, the optimal cathode prelithiation agent should
provide a precisely controlled amount of lithium with minimal
energy density penalty, chemically benign residues, negligible
gas evolution, and compatibility with high-loading cathodes
under lean-electrolyte conditions.
3.3. Electrolytes

In AFLMBs, the electrolyte plays a multifaceted role that goes
far beyond enabling Li+-ion transport. While high ionic
conductivity and uniform ion flux are essential prerequisites
for reversible lithium plating and stripping, they do not, by
themselves, determine interfacial stability or lithium utilization
in AFLMBs. Instead, the chemical nature of the electrolyte
critically governs lithium solvation and desolvation at the
electrode interface, thereby dictating the nucleation behavior
of lithium and the subsequent formation of interfacial layers. In
this context, the composition and evolution of the SEI on
plated lithium, as well as the cathode electrolyte interphase
(CEI), are strongly dependent on electrolyte formulation.
Equally important, the homogeneity and mechanical integrity
of these interphases during repeated cycling and storage are
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closely linked to electrolyte-derived reaction pathways. Beyond
interphase regulation, emerging studies have demonstrated that
specific electrolyte systems can promote the electrochemical
reactivation of dead lithium via redox-mediated processes,
offering an additional strategy to enhance lithium reversibility.
Although electrolyte additives designed to introduce excess
lithium have been reported,233 such approaches primarily
address lithium inventory compensation and are not
considered here. Accordingly, this section focuses on electro-
lyte properties associated with lithium solvation behavior, SEI/
CEI chemistry, interphase uniformity, and dead-lithium
reactivation, highlighting how rational electrolyte design can
enable stable interfaces and improved cycling reversibility in
AFLMBs.
3.3.1. Solvation and SEI/CEI Chemistry. Although

lithium dendrites can be suppressed, pure lithium metal
remains highly reactive; chemical corrosion and electro-
chemical side reactions inevitably proceed instantly upon
exposure to electrolyte, resulting in rapid and permanent active
lithium loss. From the perspective of full-utilization of lithium,
the formation of a robust and flexible SEI is indispensable,
serving as a passivating layer that protects the lithium surface
while allowing Li+-ion conduction. Electrolyte components,
including salts, solvents, and their specific compositions, play a
decisive role in governing the structure and properties of SEI.
Accordingly, extensive efforts have been devoted to establish-
ing electrolyte design principles tailored for lithium−metal
anodes. Traditionally, strategies to control SEI formation have
focused on tuning the lowest unoccupied molecular orbital
(LUMO) energy levels of electrolyte components, thereby

dictating the sequence of reductive decomposition (Figure
11a). It is worth mentioning that the concept of highest
occupied molecular orbital (HOMO) and LUMO of single
electrolyte species cannot precisely represent actual values in
an electrolyte environment where there is active interaction
among ions and molecules. A detailed discussion is beyond the
scope of this review; interested readers are referred to the cited
reference for further information.234

More recently, however, it has become evident that tuning
the Li+-ion solvation structure can be a more promising
approach by controlling which chemical species coordinate
with Li+-ions (Figure 11b). Most solvation engineering aims to
incorporate anion-derived, inorganic-rich SEI components, as
these reinforce the mechanical properties of the SEI film,
thereby suppressing solvent-derived SEI swelling, chemical
corrosion, and electrolyte dry-out. Early research demonstrated
that electrolyte stability improves as salt concentration
increases, leading to an intensive focus on high-concentration
electrolytes (HCEs).238 HCEs promote the formation of an
anion-based SEI through strong interactions between Li+-ions
and anions, achieving a remarkably high CE of approximately
99%. Nevertheless, HCEs suffer from high viscosity, resulting
in low ionic conductivity. To address this limitation, localized
high-concentration electrolytes (LHCEs) containing diluent
molecules have been adopted as an advanced solvation
engineering strategy.239−243 Recently, weakly solvating electro-
lytes (WSEs) have also been investigated, which preferentially
form contact ion pairs (CIPs) and aggregates (AGGs) rather
than solvent-separated ion pairs (SSIPs) without requiring any
diluent.244−249 In parallel, high-entropy electrolytes (HEEs),

Figure 11. (a) Schematic illustration of electrolyte working mechanisms containing voltage window, where �g is energy gap between LUMO
and HOMO, �OC is open-circuit voltage, and �A and �C are chemical potentials of anode and cathode, respectively. (b) Comparison of
solvation structure which composing dominated by solvent or anion in the solvation shell. (c) Schematic of electrolytes regulating the
solvation structures within the Li+-ion microenvironment to create a stable interphase on lithium metal batteries. Panels are reproduced with
permission from a, ref 235, © 2013 American Chemical Society; b, ref 236, © 2024 Springer Nature Ltd.; c, ref 237, © 2024 Wiley-VCH
GmbH.
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comprising multiple cationic, anionic, and solvent species,
provide an alternative approach to tuning solvation chemistry
and improving ionic conductivity without sacrificing electro-
chemical stability.116,123,250−253

In addition to solvation tuning, additive engineering has
been widely employed to regulate SEI composition. Additive
molecules typically possess higher reduction potentials than
other solvent molecules, meaning they decompose preferen-
tially to form a desired SEI layer. Common additives include
fluoroethylene carbonate (FEC),254 lithium nitrate
(LiNO3),

255 vinylene carbonate (VC),256 vinyl ethylene
carbonate (VEC),257 and tris(2,2,2-trifluoroethyl) borate
(TTFEB).258 Their reductive decomposition increases the
content of inorganic components, such as lithium fluoride
(LiF), lithium nitride (Li3N), lithium carbonate (Li2CO3),
lithium oxide (Li2O), and lithium hydroxide (LiOH),
strengthening the SEI and improving CE.
The SEI can exist in various structural forms, but is generally

understood to adopt a mosaic structure in which inorganic
species are embedded within an organic matrix.73 As discussed
in Section 1.2, increasing attention has been paid to the
mechanical stability of the SEI as a critical factor for achieving
stable cycling, leading to extensive studies on the role of
inorganic components. Among them, LiF has been one of the
most intensively investigated species due to its excellent

chemical and mechanical stability when considered as a bulk
material, and many studies have attributed improved LMB
performance to the presence of LiF-rich interphases.137,259−261

More recently, significant attention has also been directed
toward Li2O, another major SEI component, which similarly
exhibits favorable chemical and mechanical stability. Several
studies have further suggested that Li2O located near the
anode surface can influence the local Li+-ion solvation
environment and homogenize ionic flux during deposi-
tion.262−265 However, SEI components, such as LiF and
Li2O, do not exist as isolated bulk particles, but rather function
as constituents within the complex SEI architecture. Although
some studies have attempted to understand their roles in
composite forms rather than at the individual particle level, the
correlation between these SEI components and overall cell-
level performance, particularly in conjunction with the
electrolyte and cathode, remains insufficiently understood.
This limitation highlights that electrolyte design cannot rely
solely on targeting specific SEI compositions but must instead
consider the broader solvation−interphase relationship that
governs interfacial stability.
Despite significant progress in electrolyte design, funda-

mental limitations remain, including an incomplete under-
standing of solvation−SEI correlations and the lack of
universal design principles for simultaneously optimizing ion

Figure 12. (a) Representative snapshots of [Li44F44] clusters within LiAsF6 THP and LiNO3 THP, along with a schematic illustrating the
association of Li+-ion, weakly Li+-coordinating and strongly Li+-coordinating anions around LiF cluster and their interactions. (b) Snapshots
of the simulation cell of supersaturated LiF in pyran-based electrolytes, depicting the structural evolution from the initial state to 5 ns of
equilibration. (c) Comparative models of Li+-ion solvation structures in diverse electrolyte environments. ILE, ionic-liquid-based electrolyte;
LCE, low-concentration electrolyte. (d) Schematic of SEI formation by E-control, E-Pyr1(3) FSI and E-Pyr2(2) FSI. The close ion-pair
packing in Pyr2(2)+ facilitates a compact stationary layer and refined solvation structure, promoting a uniform, inorganic-rich SEI compared
to the heterogeneous layers formed in other systems. Panels are reproduced with permission from a−b, ref 269, © 2025 Springer Nature
Ltd.; c−d, ref 270, © 2025 Springer Nature Ltd. (for both references, the authors retain the right to reuse the figures in this work).
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transport and interphase stability. Critical questions remain
regarding how to mitigate the trade-off between anion-
solvating strategies and ionic conductivity, as well as whether
high-entropy electrolytes are intrinsically electrochemically
stable. In addition, the fundamental role of the SEI layer has
not yet been fully clarified. While machine learning (ML) and
artificial intelligence (AI) have accelerated electrolyte discov-
ery,47,266−268 current models still fall short of accurately
representing realistic electrolyte environments, particularly
when complex ionic interactions and dynamically evolving
interphases are involved. Direct operando characterization of
SEI composition and morphology across various electrolytes
would therefore provide critical insights yet remains challeng-
ing due to the intrinsic instability of the interphase. Further
discussion on SEI characterization is presented in Section 5.3
(Hierarchical Heterogeneity Analysis). The overall scheme of
current electrolyte design is illustrated in Figure 11c.
3.3.2. Homogeneous SEI Formation. Spatial inhomoge-

neity or structural instability within the SEI is an equally
important factor as the composition of SEI. Even though
reinforcing anion-derived SEI formation effectively enhances
interfacial stability, its effect might be limited locally in such a
heterogeneous SEI morphology across the electrode area. If the
decomposed products anions are unevenly distributed or lead
to the coarsening of LiF-rich domains, heterogeneous ion
transport and localized current density may arise. Such
morphological evolution not only limits uniform Li+-ion flux
but also fails to suppress SEI swelling, eventually triggering
continuous side reactions and irreversible electrolyte con-
sumption during cycling.
Recent developments have introduced novel electrolyte

design approaches focusing not only on anion-derived SEI
formation but also on uniform SEI formation. Pyran-based
electrolytes incorporating tetrahydropyran (THP) and FEC
have been developed,269 with particular attention to electrolyte
designs leveraging the weak Li+-ion coordination character-
istics of AsF6− anions (Figure 12a). The AsF6− anion increases
the solvent-separated Li+-ion (SSL) ratio up to 94% and
generates strong positive charges on LiF cluster surfaces,
inducing electrostatic repulsion between clusters to uniformly
distribute LiF crystals across the SEI with minimized crystallite
size of 2.9 nm (Figure 12b). Additionally, the introduction of a
symmetric organic salt, 1,1-diethylpyrrolidinium bis-
(fluorosulfonyl)imide (Pyr2(2)FSI),270 induces strong ion-
pair association between cations and anions, preventing
excessive anion clustering of solvated Li+-ion and realizing
miniature anion−Li+-ion solvation characterized by high ionic
conductivity and low desolvation barriers (Figure 12c). This
solvation structure design enables the compact stationary layer
of symmetric cations to uniformly distribute anions across the
electrode, stabilizing the SEI with uniform inorganic
components (Figure 12d).
During lithium stripping process, SEI undergoes contraction

and collapse, while electron conduction pathways can be lost
due to lithium deposits becoming delaminated from the
current collector.97 Heterogeneous SEI layers and structurally
unstable lithium are highly susceptible to electronic and
structural disconnection, resulting in increased formation of
dead lithium. Additionally, swelling of the SEI, caused by
electrolyte penetration into its porous organic components,271

increasing complexity to the system. SEI swollen in electrolyte
exhibits significantly lower elastic modulus, which increases
their susceptibility to fracture upon electrode volume changes

during electrochemical cycling process.144 Notably, such issues
are not fully resolved even in cells employing LHCE or HEE
electrolytes. Even with anion-derived SEI homogenization
markedly improving interphase uniformity, eliminating local
current-density fluctuations arising from mechanical defects at
the interface and heterogeneities in ion transport within the
SEI is exceedingly challenging. Moreover, in contrast to the
anion-derived SEI formation upon lithium plating, lithium
stripping can expose fresh lithium underneath the SEI, but
electrochemical reduction of electrolyte may not occur.
Instead, chemical decomposition of the electrolyte possibly
occurs in contact with fresh, nonpassivated lithium, detrimen-
tally leading to lithium-consuming side reactions and thus
imposing constraints on achieving 100% lithium utilization.
Although there is a high correlation between inorganic-rich

SEI and high-CE electrolytes, the organic components in SEI
also play an important role in stabilizing the passivation layer
during cycle.265 As discussed in the Section 1.2, fracture of SEI
caused by its poor mechanical properties during repeated
cycles is pointed out as one of the degradation modes. Organic
matrix typically offers mechanical elasticity to SEI layer, which
is crucial for maintaining its structure during the continuous
cycles. For example, in the case of carbonate-based electrolytes,
the effects of cyclic and linear carbonate solvents have been
compared on the SEI growth on Cu. Ethylene carbonate (EC)-
based electrolyte with higher CE (∼90%) results in a more
compact lithium morphology under an organic-rich SEI layer
dominated by lithium ethylene decarbonate (LEDC) with very
small amount of Li2CO3. Meanwhile, the ethyl methyl
carbonate (EMC)-based electrolyte with much lower CE
(<15%) produces a more porous lithium morphology covered
by a thick inorganic-dominated SEI layer, most of which is LiF
and Li2O.

272 It was also reported that LiF can drift away from
the SEI layer during the stripping process, suggesting that a
stable SEI requires a supporting organic matrix to maintain the
mechanical stability of the SEI during prolonged cycles.273 In
addition, the energy barrier of Li+-ion diffusion across the
continuous organic medium is lower than that in the rigid,
discontinuous inorganic phase, which helps facilitate a more
uniform Li+-ion flux across the SEI.264,272,274

As seen in the previous examples, SEI research must move
beyond the narrow perspective of merely implementing
specific components. Next-generation electrolyte design must
extend beyond simply controlling SEI composition, moving
toward strategies that spatially homogenize its components
while preserving structural integrity during continuous plating/
stripping cycles.
3.3.3. Electrolyte Additives (Li+-ion Regenerator).

Beyond the purpose of introducing additives for SEI
engineering, a new role of additives has been proposed to
reactivate electrically isolated dead lithium. Accordingly, a
complementary strategy has been proposed to maximize
lithium utilization by reactivating dead lithium back into
electrochemically active species. Redox mediators (RMs),
which perform reversible oxidation−reduction reactions (i.e.,
redox shuttling) as electrolyte additives, have evolved to fulfill
several key functions. Initially, they were utilized for over-
charge protection in lithium-ion batteries, in which RMs with
oxidation potentials below the cathode cutoff voltage are
preferentially oxidized to prevent cell voltage from exceeding
hazardous ranges. Building upon this principle of mediating
electron transfer, the role of RMs has evolved beyond mere
overcharge protection to catalytically facilitating core electro-
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chemical reactions.275 Notably, in lithium−oxygen (Li−O2)
batteries, RMs function as ″liquid catalysts″ to mitigate the
accumulation of insulating Li2O2 on the cathode surface during
discharge. During charging, RMs are first electrochemically
oxidized to RM+ at conductive sites on the cathode surface,
after which the oxidized RM+ diffuses through the electrolyte
and chemically oxidizes Li2O2, decomposing the discharge
product while regenerating the original RMs. This redox
shuttling mechanism effectively bypasses the electron-transport
bottleneck imposed by insulating Li2O2, enabling Li2O2
oxidation at significantly reduced overpotentials and thereby
substantially improving the energy efficiency and cycling
stability of Li−O2 batteries.276
Recently, RMs have been applied to anode-free batteries to

address the accumulation of dead lithium over repeated cycles.
In this context, the soluble mediator chemically reacts with
inactive metallic lithium deposits, redissolving them and
reincorporating lithium into the plating/stripping process
(Figure 13a). This rejuvenation strategy goes beyond SEI
stabilization by focusing on recovering inactive lithium, which
is crucial for anode-free batteries due to their lack of excess
lithium to compensate for losses during cycling. By reactivating
dead lithium, these novel additives not only enhance battery
performance but also significantly extend operational lifespan,
offering a promising solution to maintain efficiency over
extended cycles.
For example, the lithium iodide (LiI) redox shuttle has been

shown to greatly improve the cycling stability of anode-free
batteries.277−280 The iodine in LiI undergoes a shuttle

mechanism, cycling between I− and I3− where it reacts with
dead lithium and lithium dendrites to dissolve them back into
active lithium ions (Figure 13b). Initially, upon the
introduction of iodine into the electrolyte, the subsequently
generated triiodide (I3−) attacks the Li2O present in the dead
SEI on the lithium metal surface and the electrically isolated
dead lithium, as described by eqs 1 and 2. As a decomposition
product of Li2O, IO3− is present in the electrolyte and reacts
with lithium to form a new SEI on the lithium metal anode
surface (eq 3). During this interfacial reaction, I− formed at the
anode is transferred to the cathode, where it undergoes
oxidation to regenerate I3− (eq 4).

+ + ++3Li O 3I 6Li IO 8I2 3 3 (1)

+ ++2Li I 2Li 3I3 (2)

+ +6Li IO I 3Li O3 2 (3)

+ + ++2Li 3I 2FePO 2LiFePO I4 4 3 (4)

+ + + ++8Li 3I 2FePO 6Li 9I 2LiFePO (Overall)3 4 4

Similarly, 2,2,6,6-tetramethylpiperidine-1-oxyl (TEMPO)
serves as another effective additive for rejuvenating dead
lithium.278 During charging, TEMPO is oxidized at the
cathode and subsequently reacts with dead lithium in the
electrolyte, converting it back into active lithium ions (Figure
13c). This reaction continuously proceeds within the redox
potential range of TEMPO, which is approximately 3.4 V
(Figure 13d). This reversible redox cycle enhances lithium

Figure 13. (a) Schematic of the chemical restoration pathway utilizing redox shuttling to recover inactive lithium. (b) Illustration of the
simultaneous suppression of Li dendrites and the chemical reactivation of isolated dead lithium via iodide-based redox reactions. (c)
Conceptual diagram of the catalytic cycle involving TEMPO for the electrochemical recovery of detached lithium segments. (d) CV profiles
at varying scan rates, characterizing the redox behavior of the TEMPO-integrated electrolyte. (e) Cycling performance of Cu��
LiNi0.5Co0.2Mn0.3O2 (NCM) anode-free systems with and without the addition of TEMPO. Panels are reproduced with permission from b,
ref 277, © 2021 Springer Nature Ltd.; c−e, ref 278, © 2023 Wiley-VCH GmbH.
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utilization and prolongs battery life by maintaining higher CE.
Anode-free batteries using TEMPO have demonstrated
significantly better performance, with CE exceeding 99%,
compared to approximately 97% in cells without the additive
(Figure 13e).
Employing redox mediators in AFLMBs can also be

important from a perspective of safety. In conventional LIBs
using graphite anode, lithium plating is one of the main failure
modes caused by the accumulation of charge on the anode
surface during the charging process. The dead lithium formed
at this time initially affects capacity reduction, and over time,
causes the accumulation of resistance and heat generation,
which in severe cases can become the starting point of thermal
runaway. Incorporating RMs, such as TEMPO, offers a robust
chemical strategy to mitigate these risks by reactivating
electrically isolated metallic lithium. This process can
fundamentally alter the thermal runaway profile in three key
aspects: Increasing self-heating onset temperature (Tonset),
delaying the triggering temperature of thermal ramp (Ttrig),

and decreasing total heat release (THR).281−283 Consequently,
RM-assisted lithium recovery of AFLMBs can help maintain
lithium inventory for a long time while also helping to ensure
safety.
The efficiency of redox mediators must be carefully

optimized, because excessively slow kinetics may fail to
effectively suppress dead lithium accumulation, whereas overly
fast reactions can induce unwanted self-discharge. Therefore,
quantitatively evaluating the kinetics of redox mediators is
essential. Broadly, such analysis can be categorized into two
main approaches: (1) morphology-based and (2) electro-
chemistry-based analysis. Morphology-based quantification
focuses on post-mortem analysis of the anode to evaluate
parameters such as surface roughness using Morphological
Surface Texture (MST) and porosity analysis through Focused
Ion Beam (FIB)-based cross-sectional imaging.96,284 These
approaches can visualize morphological evolution in lithium
deposits induced by redox mediator operation and provide
indirect evidence for the extent of dead lithium recovery. In

Figure 14. Comparison of wet- and dry-processing for electrode fabrications. (a, c) Schematic illustrations of conventional slurry-based wet
coating and solvent-free dry coating, respectively. (b, d) Conceptual diagrams of particle-level connections in the two processes, showing
differences in electronic and ionic pathways. (e, f) Cross-sectional and microstructural images of dry-processed LFP electrodes,
demonstrating compact architecture and efficient ion transport networks. (g−j) Electrochemical characterization of wet- and dry-processed
LFP electrodes with high areal mass loading of 5.5 mAh cm−2, including first cycle voltage profiles (g), Cyclic voltammetry profile showing
lower cell overpotential of dry-processed LFP electrode (h), Li+-ion diffusion coefficient from GITT (i), and superior rate performance.
Panels are reproduced with permissions from a and c, ref 291, © 2024 Wiley-VCH GmbH, CC-BY 4.0; b and d, ref 292, © 2022 Elsevier; e−
j, ref 293, © 2024 Wiley-VCH GmbH, CC-BY 4.0.
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contrast, electrochemistry-based analysis cannot directly
visualize the morphological evolution of lithium but enable
more quantitative evaluation of recovery behavior. Represen-
tative examples include ex-situ NMR and TGC, which can
estimate the amount of electrically isolated dead lith-
ium.91,92,285 As discussed in Section 1.2, lithium morphology
itself strongly influences local current distribution, stripping
behavior, and long-term dead lithium accumulation. Therefore,
future development of redox mediators should incorporate
both morphology-based and electrochemistry-based analysis to
comprehensively validate their effectiveness. By combining
these complementary techniques, future studies may be able to
more rigorously determine how effectively redox mediators
contribute to LIRI discussed in Section 2.
While TEMPO and LiI have shown significant potential in

reactivating dead lithium and improving anode-free battery
performance, further research is needed to optimize their
concentrations and fully understand the underlying mecha-
nisms. Indeed, redox mediators are promising for lithium
rejuvenation, but they inherently entail risks, such as unwanted
lithium loss due to self-discharge and the complexity of
reaction pathways at the anode. As a prime example, it has
been reported that an I3−/I− redox couple can cause self-
discharge by chemically reacting with the deposited lithium on
the negative electrode during LMB’s rest period at charged
state.279 Therefore, to develop next-generation redox media-
tors, it is crucial to elucidate precise material design principles
by thoroughly understanding the detailed electrochemical and
chemical reaction mechanisms within the electrolyte. It is
necessary to select an RM molecule that satisfies conditions
such as an appropriate shuttling speed to prevent dead lithium
accumulation, an appropriate potential window to prevent self-
discharge in the operating potential range, and chemical
stability to prevent chemical side-reaction that may occur when
resting in a charged state. Ultimately, these design principles
must be validated through comprehensive experimental and
computational studies.286−289 Continued innovation in addi-
tive design and electrolyte formulation will drive the
advancement of anode-free batteries toward broader commer-
cial use.

4. REDESIGN OF CELL STRUCTURES

4.1. Thick Cathodes with Functional Additives

To achieve the maximum energy density goals of AFLMBs,
increasing cathode thickness or mass loading is essential;
however, this necessitates the strategic use of functional
additives to ensure both lithium inventory stability and high
electrical conductivity. Since the primary focus of AFLMBs
development is maximizing energy density, the use of thicker
cathodes directly contributes to this goal by boosting energy at
the cell-level while reducing the fraction of inactive
components such as separators, current collectors, and casings.
Thick cathodes also provide an additional benefit by providing
a physically larger space to accommodate prelithiation
additives. Since all lithium source in AFLMBs originates
from the cathode, unstripped lithium remaining on the anode
during early cycles can act as a substrate for subsequent plating
and stripping cycles.290 Although this residual lithium causes
slight capacity loss initially, the surplus lithium from a thick
cathode compensates for it, leading to more stable cycling over
time. Thus, increasing cathode thickness is necessary in

AFLMBs from two main perspectives: enhancing energy
density and capacity retention.
Despite these advantages, traditional wet-processes face

several issues when coating electrodes exceeding a certain
thickness (typically thicker than 100 �m). Challenges such as
binder migration, particle agglomeration, and uncontrollable
slurry viscosity can occur, which hinder the uniform coating of
thick cathode films. Additionally, the wet-process is neither
eco-friendly nor cost-effective. During the process, the toxic
solvent N-methyl-2-pyrrolidone (NMP) must be removed by a
highly energy-consuming drying step (Figure 14a). These
limitations have driven attention toward dry electrode
processing as a more practical solution.
In dry electrode fabrication, all electrode components are

mixed in powder form, technically ensuring a homogeneous
mixture and creating well-connected ions and electron transfer
channels are key for producing high-performance electro-
des.294−298 To satisfy these conditions, carbon nanotubes
(CNTs) and polytetrafluoroethylene (PTFE) are typically
introduced as conducting materials and polymeric binders,
respectively. PTFE can be fiberized under the shear force
during the dry process, bridging the active materials particles
altogether (Figure 14c and d). CNTs, with their high electrical
conductivity and aspect ratio, can serve dual functions as both
conductive agents and structural binders, making binder-free
electrodes feasible in some cases.292,299,300

Although PTFE is widely used as a fibrillating binder in
solvent-free dry electrode processing, its electrochemical
stability is highly potential-dependent. This issue has been
most clearly demonstrated in graphite-based dry anodes, where
PTFE with a low LUMO level can be reductively decomposed
during initial lithiation, producing LiF and carbonaceous
species; this parasitic reaction lowers the initial Coulombic
efficiency, weakens binder integrity, and accelerates long-term
performance degradation.301,302 In contrast, the cathode
systems discussed in this section operate within a positive-
electrode potential window, where PTFE is generally
considered sufficiently stable to provide mechanical fibrillation
and particle-bridging functions in high-loading dry cathodes.
Nevertheless, PTFE should not be regarded as completely
electrochemically inert. Recent studies on PTFE-based dry-
processed NMC cathodes showed that LiF can be detected
even in LiClO4-based electrolytes, where other fluorine sources
are largely excluded, indicating that PTFE may contribute to
cathode−electrolyte interphase (CEI) formation through
limited side reactions.303 In related solvent-free NMC
composite cathodes, the physicochemical state of PTFE,
including its crystallinity, has also been shown to influence
particle−particle contact, interfacial resistance, and interphase
evolution.304 Therefore, while PTFE remains a highly practical
binder for high-loading dry cathodes, its possible contribution
to CEI chemistry and long-term interfacial evolution should be
considered in future cathode and electrolyte designs for
AFLMBs.
For example, in the case of LFP based cathode, Kwon et al.

demonstrated a dry electrode fabrication method that
overcomes the energy density limit of LFP (Figure 14e−
j).293 The powder mixture composed of LFP particles, carbon
black (Super P), and PTFE binder in a ratio of 97:1:2, was dry
processed into thick film and laminated onto a 20 �m thick Al
current collector. The resulting 175 �m thick electrode
contained a high fraction of active material, delivered an
areal capacity of 7.8 mAh cm−2, and maintained excellent cycle
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stability over 300 cycles in full-cell operation. This work
illustrates how dry-processed thick electrodes enable the
fabrication of thick cathodes that overcome energy density
limitation of wet-processed electrodes.
Dry-processing has also been applied to Ni-rich layered

oxide electrodes. Choi et al. demonstrated a Li-
Ni0.88Co0.06Mn0.03Al0.03O2 (NCMA) cathode fabricated by a
dry process in which PTFE and carbon black were combined
into a composite using surface treatments with cationic
(cetrimonium bromide, CTAB) and anionic (ribonucleic
acid, RNA) surfactants.305 The electrode contained 98% active
NCMA and achieved a high electrode density of 3.8 g cm−3

and volumetric capacity of 760 mAh cm−3, along with
improved discharge rate capability and cycle stability. These
superior performances of dry-processed NCMA cathode were
attributed to the uniform distribution of inactive components,
even in the thick cathode structure.
While many studies have demonstrated that thick cathodes

can effectively improve the cell-level energy density, their role
in fully addressing the lithium loss challenge in AFLMBs
remains unresolved. In fact, even if a thick cathode can supply
additional lithium to compensate for lithium lost during
cycling, there are still questions as to whether this character-
istic can be maintained continuously over long-term cycling.
Moreover, the interplay between thick cathodes, lithium
utilization efficiency, and appropriate cycling protocols to
utilize them is more complex and has not yet been studied. To
fully apply the thick cathode in AFLMB systems and supply the
maximum amount of lithium over extended cycling, detailed
optimization of material composition, electrode structure, and
operating conditions are required.
4.2. Li+-ion Flux Distributors

In Li-metal based battery systems, the regulation of Li+-ion flux
has garnered significant attention as a factor that directly
influences Li nucleation and dendrite growth.306,307 The
separator, through which Li+-ions directly permeate, is a
critical component closely associated with Li+-ion flux.
However, the widely commercialized polyolefin-based separa-
tors have limitations in effectively controlling Li+-ion flux due
to their electrically insulating properties, low ionic con-
ductivity, and uneven pore distribution. In response,
continuous research has been conducted to enhance the
performance of Li-metal based battery systems by controlling
Li+-ion flux through separator modification. Modifying the
surface of the separator with functional materials is one of the
most straightforward approaches because of its simple
processes, making it a promising candidate for large-scale
application and commercialization. In general, the principles
for these coating approaches can be defined in two ways: (1)
mechanical ion distribution, and (2) electrostatic ion
regulation (Figure 15). It is important to ensure that the
separator operates in a way that uniformly distributes Li+-ion
flux or increases the transference number of Li+-ion, including
the methods to be organized in this chapter.
4.2.1. Mechanical Ion Distribution. From the mechan-

ical perspective, engineering of pores has been considered for
separator research. The size and uniformity of pores are
directly related to the ion flux distributing ability of the
separators. Several porous materials with macro- or micro-
scopic pores are commonly adopted as separator modification
materials in LMBs due to their ability to homogenize Li+-ion
flux. Li+-ion flux regulated by porous materials mitigates locally

accumulated ion concentrations within the electrolyte,
promoting uniform lithium deposition/dissolution at the
electrode.
Ren et al. effectively demonstrated the control of Li+-ion flux

by applying dendritic mesoporous silica (DMS) with various
pore structures to PP separators (Figure 16a).308 The
internally connected 3D ion channels constructed by the
DMS-coating on separator evenly distributed Li+-ion and
suppressed dendrite penetration through the separator, leading
to the most stable cell voltage among other materials. This
directly demonstrates that a separator coating material with a
uniform pore distribution effectively controls Li+-ion flux. The
effectiveness of coating materials with a uniform pore
distribution on separators has also been validated by the
study conducted by Liu et al.309 Inert hexagonal boron nitride
(BN) was coated onto polypropylene using the widely adopted
tape casting method. Consistent with previous studies, the
uniform pores formed between the layered structure of BN
serve as pathways for redistributing Li+-ion, thereby ensuring a
more uniform Li+-ion flux. X-ray computed tomography (X-
CT) and SEM analyses conducted on the Li anodes of cycled
symmetric Li−Li and Li-LFP cells with BN@PP demonstrated
that the Li+-ion flux induced by the uniform pores resulted in a
more compact lithium anode surface and internal structure.
Research on using nanoscale atomic vacancies, such as the

nonstoichiometric oxygen vacancies of metal oxides, referred
to as an ‘ion-sieve’ to control Li+-ion flux have also been
conducted (Figure 16b). Compared to previous materials with
microscopic pores, materials with ’nanoscopic’ pores (referred
to as vacancies) can selectively interact with ions in the
electrolyte due to the similarity in size between the vacancies
and the ions. Li+-ions, with their small size of 0.76 Å, can pass
through the vacancies, while larger anions are either filtered by
the ’ion-sieve’ or become intercalated within the vacancies. Lei
et al. designed separators modified with LiAl layered double
hydroxide (LiAl LDH@PP) by applying [LiAl2(OH)6]Cl

Figure 15. Diagram of the classification of principles for
controlling Li+-ion flux by coating functional materials on the
separator.
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nanoflakes onto PP separators through a simple coating
process.310 The nanoscale octahedral vacancies and interlayer
distances in LiAl LDH provide abundant 3D Li+-ion channels,
leading to excellent Li+-ion conductivity. Additionally, TFSI−

and NO3− anions are intercalated into the interlayer structure
of LiAl LDH, which enhances the interfacial stability between
the separator and the electrolyte.312 Meanwhile, Xiong et al.
fabricated a separator coated with Ti0.87O2 containing Ti
vacancies using the vacuum filtration method.313 The
octahedral Ti vacancies are sufficiently small to permit the
passage and redistribution of Li+-ions, while larger anions are
effectively blocked. Due to the selective flux control effect on
Li+-ions through the nanoscale vacancy engineering in both
cases, cycled lithium showed extremely smooth surface,
indicating the well-dispersed Li+-ion flux.
While increasing the number or uniformity of pores is

important, electrolyte wettability of the separator also

significantly impacts the ion flux. As wettability increases and
more pores become available for ion migration, the dispersion
of Li+-ions trapped in small separator pores is reduced, leading
to less roughened lithium deposition on the anode (Figure
16c). Choi et al. proposed two types of separators to overcome
the poor electrolyte affinity of graphene-coated separators: one
coated with MnOx and the other with polydopamine, using an
additional solution coating method.311 MnOx and polydop-
amine, as representative hydrophilic materials, significantly
reduced the contact angle with polar solvents (e.g., DI water)
on the separators. The improved wettability of these separators
resulted in lower internal cell resistance and IR drop.
Considering that similar effects have been achieved using
other hydrophilic materials such as Mg(OH)2, coating the
separator with hydrophilic particles can dramatically enhance
their wettability and further promote a more uniform ion
flux.314

Figure 16. (a) Schematic illustration and TEM images of lithium dendrite growth in cells coated with mesoporous silica of various pore
structures. (b) Schematic diagram and TEM images of LiAl-LDH with vacancies capable of functioning as an ion-sieve. (c) Contact angle
images of graphene coated separator and wettability-enhanced graphene coated separator, along with a schematic illustration of the Li+-ion
flux. Panels are reproduced with permissions from a, ref 308, © 2023 Wiley-VCH GmbH; b, ref 310, © 2020 Elsevier; c, ref 311, © 2024
Elsevier.
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4.2.2. Electrostatic Ion Regulation. With respect to the
anions in Li-metal based battery systems, a negatively charged
separator can interact with anions in the electrolyte, thereby
functioning as a regulator for Li+-ion flux. Excessively
accumulated anions cause concentration polarization around
the Li anode, leading to the formation of the local electric field.
This ultimately results in an uneven Li+-ion flux, which
promotes the growth of lithium dendrites. To inhibit anion
diffusion, many studies have widely explored separators with
functional materials featuring charged groups. Similar to the
principle of Donnan exclusion, this approach induces electro-
static interactions between anions in the electrolyte and
charged species fixed in separator pore, thereby suppressing
their diffusion. It has been confirmed that when materials with
a uniform distribution of positive or negative charges are used
to cause this electrostatic effect, it can have a positive effect on
the performance of AFLMBs.
In the case of using electrostatic attraction with anions,

organic frameworks (OFs) that can provide abundant anionic
species are typically adopted. Wang et al. demonstrated
separators coated with covalent organic frameworks (COFs)
designed for LMBs. The PP separator was modified with
TpPa-2SO3H COF nanosheets through a vacuum-assisted self-
assembly method.315 These functionalized COF nanosheets
are acquired from the interfacial polymerization of 1,3,5-
Triformylphloroglucinol (TP) in octanoic acid and 2,5-
diaminobenzene-1,4-disulfonic acid (Pa-2SO3H). Due to the
negatively charged characteristics of the COF, the designed
separator suppressed anion diffusion within the cell and
facilitated Li+-ion transport, thereby enhancing electrochemical
performance of LMBs. Li et al. proposed an anionic metal
organic framework (MOF) with the chemical formula
Zr6O4(OH)4BDC3[BDC-NaSO3]3 and the MOF was further

modified through ion exchange (denoted as UIOSOL) (Figure
17a).316 This MOF was then coated onto PP separators using a
spray method. Cells with this separator exhibited lower anion
transference number (tanion) and higher Li+ transference
number (tLi+), indicating a more uniform Li+-ion flux. All
these characteristics contributed to the excellent cycle life
performance observed in the symmetric Li−Li and Li-LFP cells
using the modified separator.
In contrast to materials with negative charges, investigating

the modification of separators with materials that can adsorb
negative charged ions from the electrolyte have been studied to
control Li+-ion flux. When anions in the electrolyte are
adsorbed onto the separator, tanion around the anode surface is
reduced. According to the Sand equation, reduced tanion delays
the growth of lithium dendrites which could inhibit electrolyte
decomposition and enhance interfacial stability. Zhang et al.
fabricated a separator coated with two-dimensional lithiated-
montmorillonite (LiMMT) onto PE separator using a blade
coating method (Figure 17b).317 The abundant −OH groups
present in LiMMT can selectively adsorb FSI− ions in the
electrolyte as Lewis acid sites and electron acceptors. As
previously mentioned, this induces a decrease in tanion and an
increase in tLi+, leading to uniform Li+-ion flux and, as a result,
more uniform lithium plating/stripping.
4.3. External Stimuli Engineering

Despite the provision of an ample lithium source, such as thick
lithium metal layers, the lifespan of AFLMBs remains limited
due to severe interfacial evolution at the anode side, including
dendrite formation, evolution of porous SEI layer, and dead
lithium formation. While these issues have been addressed
through the design of active materials, current collectors, and
electrolytes, commercialization requires strategies capable of

Figure 17. (a) Schematic illustration of the anion repulsion mechanism of UISOL@PP and photo images of the penetration test. (b)
Schematic illustration of the principle of the anion-anchoring separator, along with the adsorption structure and adsorption energy for
negative and positive ions. Panels are reproduced with permissions from a, ref 316, © 2022 Elsevier; b, ref 317, © 2024 American Chemical
Society.
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